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BRONZE VALVES

(WITH OUR WORK’S TEST CERTIFICATE)

Size/Inch mm
Product : Sant Bronze Gate Valve 1/4 8
Product Standard : IS-778 3/8 10
Pressure/Class /Rating : Class-1 12 15
Body Material cum standard : Bronze 1S:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Non-Rising Stem 3/4 20
Type of Seat : Integral seat 1 25
Type of Wedge : Solid wedge 1 32
Trim : Cu-Alloy 1% 40
Gland Packing : PTFE > 50
End Details : Screwed female thread to 1S:554 parallel A 65
Body T.P. : 1.5MPa Hyd.
Seat T.P. : 1.0MPa Hyd. 3 80
4 100
(HSN CODE : 84818030
Product : Sant Bronze Gate Valve 1/2 15
Product Standard : I1S-778 3/4 20
Pressure/Class /Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Non-Rising Stem 1% 32
Type of Seat : Integral seat 1%2 40
Type of Wedge : Solid wedge 2 50
Trim : Cu-Alloy 21 65
Gland Packing : PTFE 3 30
End Details : Flanges as per 1S-778 CI-1 F.F. undrilled 2 100
Body T.P. : 1.5MPa Hyd.
Seat T.P. : 1.0MPa Hyd.
(HSN CODE : 84818030
Product : Sant Bronze Gate Valve Rising Stem 1/4 8
Product Standard : I1S-778 3/8 10
Pressure/Class /Rating : Class-1 172 15
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 3/4 20
Type of Seat : Integral seat 1 25
Type of Wedge : Solid wedge 1 32
Trim : Cu-Alloy 1% 40
Gland Packing : PTFE 5 50
End Details : Screwed female thread to 15:554 parallel A 65
Body T.P.: 1.5MPa Hyd.
Seat T.P. : 1.0MPa Hyd. 3 80
4 100
(HSN CODE : 84818030
Product : Sant Bronze Gate Valve, Flanged Rising Stem 1/2 15
Product Standard :.IS-778 3/4 20
Pressure/Class /Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 1% 32
Type of Seat : Integral seat 1% 40
Type of Wedge : Solid wedge 2 50
Trim : Cu-Alloy 2Vs 65
Gland Packing : PTFE 3 30
End Details : Flanges as per 1S-778 CI-1 F.F. undrilled 7 100

Body T.P. : 1.5MPa Hyd.
Seat T.P. : 1.0MPa Hyd.

(HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g

SANT

VALVES
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Size/Inch mm
Product : Sant Bronze Gate Valve 1/2 15
Product Standard :.IS-778 3/4 20
Pressure/Class /Rating : Class-2 1 25
Body Material cum standard : Bronze 1S:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Non-Rising Stem 1% 32
Type of Seat : Integral seat 1% 40
Type of Wedge : Solid wedge 2 50
Trim : Cu-Alloy 21 65
Gland Packing : PTFE 3 80
End Details : Screwed female threads to 1S:554 parallel 7 100
Body T.P. : 2.4MPa Hyd.
Seat T.P. : 1.6MPa Hyd.
|S 5 (HSN CODE : 84818030
Product : Sant Bronze Gate Valve 1/2 15
Product Standard : I1S-778 3/4 20
Pressure/Class /Rating : Class-2 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 1% 32
Type of Seat : Integral seat 12 40
Type of Wedge : Solid wedge 2 50
Trim : Cu-Alloy 21 65
Gland Packing : PTFE 3 80
End Details : Screwed female thread to 1S:554 parallel 2 100
Body T.P. : 2.4MPa Hyd.
Seat T.P. : 1.6MPa Hyd.
(HSN CODE : 84818030
Product : Sant Bronze Gate Valve 1/2 15
Product Standard : I1S-778 3/4 20
Pressure/Class /Rating : Class-2 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, non-rising Stem 1% 32
Type of Seat : Integral seat 1% 40
Type of Wedge : Solid wedge 2 50
Trim : Cu-Alloy 21 65
Gland Packing : PTFE 3 30
End Details : Flanges as per 1S-778 CI-2 F.F. Undrilled
4 100
Test Pressure
Body T.P. : 2.4MPa Hyd.
Seat T.P. : 1.6MPa Hyd.
IS 6 (HSN CODE : 84818030)
Product : Sant Bronze Gate Valve 1/2 15
Product Standard :.IS-778 3/4 20
Pressure/Class /Rating : Class-2 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 1% 32
Type of Seat : Integral seat 1% 40
Type of Wedge : Solid wedge 2 50
Trim : Cu-Alloy 21 65
Gland Packing : PTFE 3 80
End Details : Flanges as per 1S-778 CI-2 F.F. undrilled 7 100
Body T.P. : 2.4MPa Hyd.
Seat T.P. : 1.6MPa Hyd.
|S 6A (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



SANT & . orowewwe PR

VALVES

Size/Inch mm
Product : Sant Bronze Gate Valve 1/2 15
Product Standard : 1S-778:1971 3/4 20
? Pressure/Class /Rating : Class-3 ] 25
Body Material cum standard : Bronze 1S:318 GR LTB-2
. Product Description : Screwed in Bonnet, Inside Screw, Non-Rising Stem 1% 32
o Type of Seat : Integral seat 1% 40
Type of Wedge : Solid wedge 2 50
Trim : Cu-Alloy
| Gland Packing : PTFE
T ; End Details : Screwed female threads to 1S:554 parallel
Body T.P. : 50kgf/cm? Hyd.
Seat T.P. : 40kgf/cm? Hyd.
IS 7 Without ISI Mark (HSN CODE : 84818030
Product : Sant Bronze Vertical Lift Check Valve 1/2 15
= Product Standard : I1S-778 3/4 20
Pressure/Class /Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : 1% 32
Type of Seat : Integral seat 12 40
Trim :Cu-Alloy 2 50
M : End Details : Screwed female threads to 1S:554 (parallel) 21 65
' Body T.P.: 1.5MPa Hyd. 3 30
Seat T.P. : 1.0MPa Hyd. 2 100
|S 8 (HSN CODE : 84813000 )
Product : Sant Bronze Globe Valve 1/4 8
Product Standard : I1S-778 3/8 10
Pressure/Class /Rating : Class-1 12 15
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 3/4 20
Type of Seat : Integral seat 1 25
Trim : Cu-Alloy 1% 32
Gland Packing : PTFE 1% 40
End Details : Screwed female threads 1S-554 Parallel 5 50
Body T.P. : 1.5MPa Hyd.
Seat TP. : 1.0MPa Hyd. 2% 65
3 80
4 100
(HSN CODE : 84818030)
Product : Sant Bronze Globe Valve 1/2 15
Product Standard :.IS-778 3/4 20
Pressure/Class /Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 1% 32
Type of Seat : Integral seat 1% 40
Trim :Cu-Alloy 2 50
Gland Packing : PTFE 21 65
End Details : Flanges as per 1S-778 ClI-1 FF (undrilled) 3 80
Body T.P. : 1.5MPa Hyd. 7 100
Seat T.P. : 1.0MPa Hyd.
|S 1 0 (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g
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Size/Inch mm
Product : Sant Bronze Globe Valve 1/4 8
Product Standard : IS-778 3/8 10
T Pressure/Class /Rating : Class-2 12 15
Body Material cum standard : Bronze 15:318 GR LTB-2
| Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 3/4 20
Type of Seat : Integral seat 1 25
Trim :Cu-Alloy 1Y 32
Gland Packing : PTFE 1% 40
End Details : Screwed female threads to 1S:554 parallel > 50
Test Pressure
Body T.P. : 2.4MPa Hyd. 2% 65
Seat T.P. : 1.6MPa Hyd. 3 80
4 100
|S 1 1 (HSN CODE : 84818030
Product : Sant Bronze Globe Valve 1/2 15
Product Standard : I1S-778 3/4 20
Pressure/Class /Rating : Class-2 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 1% 32
Type of Seat : Integral seat 12 40
Trim :Cu-Alloy 2 50
Gland Packing : PTFE 21 65
End Details : Flanges as per 1S-778 CI-2, F.F. (undrilled) 3 80
Test Pressure 7 100
Body T.P. : 2.4MPa Hyd.
Seat T.P. : 1.6MPa Hyd.
IS 12 (HSN CODE : 84818030)
Product : Sant Bronze Globe Valve 1/2 15
Product Standard : 1S-778:1971 3/4 20
Pressure/Class /Rating : Class-3 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Bonnet, Inside Screw, Rising Stem 1% 32
Type of Seat : Integral seat 1% 40
Trim : Cu-Alloy 2 50
Gland Packing : PTFE 21 65
End Details : Screwed female threads 1S-554 Parallel 3 80
Test Pressure : 2 100
Body T.P. : 50kgf/cm? Hyd.
Seat T.P. : 40kgf/cm? Hyd.
|S 1 3 Without ISI Mark (HSN CODE : 84818030
Product : Sant Bronze Horizontal Lift Check Valve 1/2 15
Product Standard : IS-778 3/4 20
Pressure/Class /Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Cover 1% 32
Type of Seat : Integral seat 1% 40
Trim :Cu-Alloy 2 50
End Details : Screwed female threads 1S-554 Parallel 215 65
Body T.P. : 1.5MPa Hyd. 3 30
Seat T.P. : 1.0MPa Hyd. 7 100
|S 14 (HSN CODE : 84813000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g
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Size/Inch mm
Product : Sant Bronze Horizontal Lift Check Valve 1/2 15
Product Standard :.IS-778 3/4 20
Pressure/Class /Rating : Class-2 1 25
Body Material cum standard : Bronze 1S:318 GR LTB-2
Product Description : Screwed in Cover 1% 32
Type of Seat : Integral seat 1% 40
Trim :Cu-Alloy 2 50
End Details : Screwed female threads 1S-554 Parallel 215 65
Body T.P.: 2.4MPa Hyd. 3 30
Seat T.P. : 1.6MPa Hyd. 7 100
|S 14A (HSN CODE : 84813000 )
Product : Sant Bronze Horizontal Lift Check Valve 1/2 15
Product Standard :.IS-778 3/4 20
Pressure/Class /Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Cover 1% 32
Type of Seat : Integral seat 12 40
Trim :Cu-Alloy 2 50
End Details : Flanges as per 1S:778 Class-1 F.F. (Undrilled) 21 65
Body T.P. : 1.5MPa Hyd. 3 80
Seat T.P. : 1.0MPa Hyd. 2 100
|S 15 (HSN CODE : 84813000)
Product : Sant Bronze Horizontal Lift Check Valve 1/2 15
Product Standard :'IS-778 3/4 20
Pressure/Class /Rating : Class-2 1 25
Body Material cum standard : Bronze 1S:318 GR LTB-2
Product Description : Screwed in Cover 1% 32
Type of Seat : Integral seat 1% 40
Trim : Cu-Alloy 2 50
End Details : Flanges as per 1S:778 Class-2 F.F. (Undrilled) 21 65
Body T.P. : 2.4MPa Hyd. 3 30
Seat T.P. : 1.6MPa Hyd. 7 100
|S 1 5A (HSN CODE : 84813000
Product : Sant Bronze Swing Check Valve 1/2 15
Product Standard :.IS-778 3/4 20
Pressure/Class /Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Cover 1% 32
Type of Seat : Integral seat 1% 40
Trim :Cu-Alloy 2 50
End Details : Screwed female threads 1S-554 Parallel
Body T.P. : 1.5MPa Hyd.
Seat T.P. : 1.0MPa Hyd.
|S 1 6 (HSN CODE : 84813000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g
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Size/Inch mm
Product : Sant Bronze Ferrule 1/4 8
Product Standard : as per 1S-2692 3/8 10
Body Material cum standard : Bronze 15:318 GR LTB-2 12 15
End Details : Screwed male BSP Taper to 1S-554
Test Pressure : 1.5MPa Hyd. 3/4 20
1.0MPa Hyd. 1 25
1Ya 32
1% 40
2 50
(HSN CODE : 84818020
Product : Sant Brass Bib Tap 1/2 15
Product Standard : as per 1S-781 1 25
Body Material cum standard : Brass 1S-1264 DCB-2
Product Description : Crutch Head Polished Body
End Details : Male threads as per 1S-554 (Parallel)
Test Pressure : 1.5MPa Hyd.
|S 18 (HSN CODE : 84818020)
Product : Sant Brass Stop Valve i 15
Product Standard : as per 1S-781
Body Material cum standard : Brass 1S-1264 DCB-2
End Details : Male or Female threads Parallel as per 1S-554
Test Pressure : 1.5MPa Hyd.
|S 1 9 (HSN CODE : 84818020 )
Product : Sant Bronze Ball Valve 1/4 8
Body Material cum standard : Bronze 1S:318 GR LTB-2 3/8 10
Product Description : 2 pc design lever operated 12 15
Type of Seat : Renewable PTFE Seats
Port Opening : Standard Bore 3/4 20
Trim :Stem SS AISI 410 Ball SS 304/CF8 1 25
Gland Packing : Teflon 1Y 32
End Details : Screwed female threads to 1S-554 Parallel 1% 40
Body Test Pressure : 500Psig. Hyd. > 50
Seat Test Pressure : 500Psig. Hyd. oA 5
3 80
4 100
|S 20 (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g
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Size/Inch mm
Product : Sant Bronze Foot Valve 1/2 15
- Body Material_cu_m standérd : Brorlze I§:318 GR LT-B-2 ) 3/4 20
Product Description : 2 Piece design with Synthetic rubber O'ring ] 25
Type of Seat : Integral seat
End Details : Screwed female threads 1S-554 Parallel 1% 32
Test Pressure : 300 Psig. Hyd. 1% 40
2 50
| 2 65
3 80
4 100
|S 21 (HSN CODE : 84813000 )
Product : Sant Bronze Right Angle Globe Valve No. 4 1/2 15
Type of Pattern : Angle Type 3/4 20
Body Material cum standard : Bronze 15:318 GR LTB-2
. . - - 1 25
Product Description : Screwed in bonnet inside screw rising stem
Type of Seat : Integral Seat 1% 32
Trim : Cu Alloy 1% 40
Gland Packing : Asbestos 2 50
End Details : Screwed female threads BSP (Parallel) 21 65
Body T.P.: 300 Psig. Hyd. 3 80
Seat T.P.: 200 Psig. Hyd. 2 100
|S 22 (HSN CODE : 84818030)
Product : Sant Bronze Right Angle Lift Check Valve 1/2 15
Type of Pattern : Angle Type 3/4 20
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed in Cover ! 25
Type of Seat : Integral Seat 1% 32
Trim : Cu Alloy 1% 40
End Details : Screwed female threads BSP (Parallel) 2 50
Body T.P.: 300 Psig. Hyd. 21 65
Seat T.P.: 200 Psig. Hyd. 3 30
4 100
|S 23 (HSN CODE : 84813000
Product : Sant Bronze Gate Valve 1/2 15
Product Standard : As per IS-778 3/4 20
Pressure/Class/Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed In Bonnet, outside screw & Yoke Type 1% 32
Rising Stem 1% 40
Type of Seat : Integral Seat 2 50
Type of Wedge : Solid Wedge 21 65
Trim : Cu-Alloy 3 30
i Gland Packing : PTFE 2 100
End Details : Screwed female threads to 1S-554 Parallel
Body Test Pressure : 1.5MPa Hyd.
Seat Test Presuure : 1.0MPa Hyd.
|S 31 (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



SANT =2EEE. i

Size/Inch mm
Product : Sant Bronze Gate Valve 1/2 15
Product Standard : As per IS-778 3/4 20
Pressure/Class/Rating : Class-2 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed In Bonnet, outside screw & Yoke Type 1% 32
Rising Stem 1% 40
Type of Seat : Integral Seat 2 50
Type of Wedge : Solid Wedge 21 65
Trim : Cu-Alloy 3 30
Gland Packing : PTFE 7 100
End Details : Screwed female threads to 1S-554 Parallel
Body Test Pressure : 2.4MPa Hyd.
IS 33 Seat Test Presuure : 1.6MPa Hyd. (HSN CODE : 84818030)
Product : Sant Bronze Globe Valve 1/2 15
Product Standard : As per IS-778 3/4 20
Pressure/Class/Rating : Class-1 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed In Bonnet, outside screw & Yoke Type 1% 32
Rising Stem 1% 40
Type of Seat : Integral Seat 2 50
Trim : Cu-Alloy
Gland Packing : PTFE
End Details : Screwed female threads to 1S-554 Parallel
Body Test Pressure : 1.5MPa Hyd.
Seat Test Presuure : 1.0MPa Hyd.
(HSN CODE : 84818030
Product : Sant Bronze Globe Valve 1/2 15
Product Standard : As per 1S-778 3/4 20
Pressure/Class/Rating : Class-2 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed In Bonnet, outside screw & Yoke Type 1% 32
Rising Stem 1% 40
Type of Seat : Integral Seat 2 50
Trim : Cu-Alloy
Gland Packing : PTFE
End Details : Screwed female threads to 1S-554 Parallel
Body Test Pressure : 2.4MPa Hyd.
Seat Test Presuure : 1.6MPa Hyd.
(HSN CODE : 84818030
Product : Sant Bronze Swing Check Valve 1/2 15
Product Standard : As per IS-778 3/4 20
Pressure/Class/Rating : Class-2 1 25
Body Material cum standard : Bronze 15:318 GR LTB-2
Product Description : Screwed In Cover 1% 32
Type of Seat : Integral Seat 1% 40
Trim : Cu-Alloy 2 50
End Details : Screwed female threads to 1S-554 Parallel
Body Test Pressure : 2.4MPa Hyd.
Seat Test Presuure : 1.6MPa Hyd.
|S 35 A (HSN CODE : 84813000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g
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Size/Inch mm
Product : SBM Bronze Gate Valve 1/4 8
Type of Pattern : Peglar Type PN-20 3/8 10
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
Product Description : Screwed in bonnet inside screw non rising stem 172 15
Type of Seat : Integral Seat 3/4 20
. Type of Disc : Solid Wedge 1 25
r Trim : Cu-Alloy 1% 32
; Gland Packing : PTFE 1% 40
rﬁ\ End Details : Screwed female BSP threads to BS-21 > 50
=y Body Test Pressure : 30.60kg/cm2g Hyd. A 5
Seat Test Pressure : 20.40kg/cm2g Hyd. 3 30
4 100
SBM 1 ((HSN CODE : 84818030)
Product : SBM Bronze Gate Valve 1/4 8
Type of Pattern : Standard Pattern 3/8 10
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
. . i .. 1/2 15
Product Description : Screwed in bonnet inside screw non rising stem
Type of Seat : Integral Seat 3/4 20
: Type of Disc : Solid Wedge 1 25
¥ Trim : Cu-Alloy 1% 32
" Gland Packing : PTFE 1 40
i End Details : Screwed female BSP threads to BS-21 5 50
=, Body Test Pressure : 30.60kg/cm2g Hyd. oA 5
Seat Test Pressure : 20.40kg/cm2g Hyd. 3 %0
4 100
SBM 2 ((HSN CODE : 84818030)
Product : SBM Bronze Gate Valve Flanged 1/2 15
Type of Pattern : Standard Pattern 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
o . - - 1 25
Product Description : Screwed in bonnet inside screw non rising stem
Type of Seat : Integral Seat 1% 32
Type of Disc : Solid Wedge 1% 40
Trim : Cu-Alloy 2 50
Gland Packing : PTFE 21 65
End Details : Flanges as per BS 10 Table D F.F. Undrilled 3 80
Body Test Pressure : 30.60kg/cm2g Hyd. 7 100
Seat Test Pressure : 20.40kg/cm2g Hyd. : 55
6 150
SBM 3 (HSN CODE : 84818030)
Product : SBM Bronze Globe Valve No. 4 1/4 8
Type of Pattern : Medium Duty 3/8 10
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
Product Description : Screwed in bonnet inside screw rising stem 172 15
Type of Seat : Integral Seat 3/4 20
Type of Disc : Renewable Disc 1 25
Trim : Cu-Alloy 1Y 32
Gland Packing : PTFE 1% 40
End Details : Screwed female BSP threads to BS-21 > 50
Body Test Pressure : 21.09kg/cm2g (300Psig.) Hyd. oA 5
Seat Test Pressure : 14.06kg/cm2g (200Psig.) Hyd. 3 30
4 100
SBM 5 (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g
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Size/Inch mm
Product : SBM Bronze Globe Valve No. 8 1/2 15
Type of Pattern : Medium Pattern 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2 ] 25
Product Description : Screwed in bonnet inside screw rising stem
Type of Seat : Integral Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : Cu-Alloy 2 50
Gland Packing : PTFE 21 65
End Details : Flanges as per BS 10 Table D 3 80
Body Test Pressure : 21.09kg/cm2g (300Psig.) Hyd. 2 100
Seat Test Pressure : 14.06kg/cm2g (200Psig.) Hyd. : 135
SBM 6 (HSN CODE : 84818030
Product : SBM Bronze Globe Valve No. 5 1/4 8
Type of Pattern : Standard Pattern 3/8 10
* Body Material cum standard : Bronze 1S:318 Gr. LTB 2 12 15
L Product Description : Screwed in bonnet inside screw rising stem
r Type of Seat : Integral Seat 3/4 20
g. Type of Disc : Renewable Disc 1 25
- Trim : Cu-Alloy 1Va 32
= Gland Packing : PTFE " 20
f q End Details : Screwed female BSP threads to BS-21 5 50
- Body Test Pressure : 35.15kg/cm2g (500Psig.) Hyd. oA 5
Seat Test Pressure : 21.09kg/cm2g (300Psig.) Hyd. 3 %0
4 100
SBM 7 (HSN CODE : 84818030
Product : SBM Bronze Globe Valve No. 9 1/2 15
Type of Pattern : Standard Pattern 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2 " 25
Product Description : Screwed in bonnet inside screw rising stem
| Type of Seat : Integral Seat 1% 32
= N Type of Disc : Renewable Disc 1% 40
” Trim : Cu-Alloy 2 50
= Gland Packing : PTFE 21 65
| End Details : Flanges as per BS 10 Table F Undrilled 3 80
n Body Test Pressure : 35.15kg/cm2g (500Psig.) Hyd. 7 100
Seat Test Pressure : 21.09kg/cm2g (300Psig.) Hyd.
SBM 8 (HSN CODE : 84818030
Product : SBM Bronze Horizontal Lift Check Valve No. 4 1/4 8
Type of Pattern : Standard Pattern 3/8 10
Body Material cum standard : Bronze 1S:318 Gr. LTB 2 12 15
Product Description : Screwed in cover
Type of Seat : Integral Seat 3/4 20
Type of Disc : Renewable Disc 1 25
Trim : Cu-Alloy 1Y 32
End Details : Screwed female BSP threads to BS-21 1% 40
Body Test Pressure : 21.09kg/cm2g (300Psig.) Hyd. > 50
Seat Test Pressure : 14.06kg/cm2g (200Psig.) Hyd. oA 5
3 80
4 100
SBM 9 (HSN CODE : 84813000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g
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SBM 11

Size/Inch mm
Product : SBM Bronze Horizontal Lift Check Valve No. 8 1/2 15
Type of Pattern : Standard Pattern 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
Product Description : Screwed in cover ! 2
Type of Seat : Integral Seat 1% 32
a ' Type of Disc : Renewable Disc 1% 40
- Trim : Cu-Alloy 2 50
| End Details : Flanges as per BS 10 Table-D Undrilled 215 65
Gasket : 3 30
Body Test Pressure : 21.09kg/cmz2g) (300Psig.) Hyd. 2 100
Seat Test Pressure : 14.06kg/cm2g (200Psig.) Hyd. : 55
(HSN CODE : 84813000
Product : SBM Bronze Horizontal Lift Check Valve No. 5 1/2 15
Type of Patt.ern : Heavy Pattern 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2 1 25
Product Description : Screwed in cover
‘ Type of Seat : Integral Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : Cu-Alloy 2 50
End Details : Screwed female BSP threads to BS-21 21 65
Body Test Pressure : 35.15kg/cm2g (500Psig.) Hyd. 3 80
Seat Test Pressure : 21.09kg/cm2g (300Psig.) Hyd. 7 100
(HSN CODE : 84813000 )
Product : SBM Bronze Horizontal Lift Check Valve No. 9 1/2 15
Type of Pat'sern : Heavy Pattern 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
- . 1 25
Product Description : Screwed in cover
Type of Seat : Integral Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : Cu-Alloy 2 50
End Details : Flanges as per BS 10 Table F Undrilled 21 65
Body Test Pressure : 35.15kg/cm2g (500Psig.) Hyd. 3 30
Seat Test Pressure : 21.09kg/cm2g (300Psig.) Hyd. 7 100
(HSN CODE : 84813000
Product : SBM Bronze Vertical Lift Check Valve 12 15
Type of Pattern : Standard Pattern 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
Type of Seat : Integral Seat ! 2
Type of Disc : Renewable Disc 1% 32
Trim : Cu-Alloy 1% 40
End Details : Screwed female BSP threads to BS-21 2 50
Body Test Pressure : 300Psig. Hyd. 21 65
Seat Test Pressure : 200Psig. Hyd. 3 30
4 100

SBM 13

(HSN CODE : 84813000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g




SBM  _cowwus P

Size/Inch mm
Product : SBM Bronze Union Bonnet Globe Valve 1/4 8
Product Standard : Conforming to IS 778 Class-2 3/8 10
Pressure/Class /Rating : PN-25 12 15
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
Product Description : Screwed on bonnet inside screw rising stem 3/4 20
Type of Seat : Renewable Seat 1 25
] Type of Disc : Renewable Disc 14 32
T Trim : SS AISI-410 1% 40
= Gland Packing : Graphited Asbestos P 50
- End Details : Screwed Female BSP Threads to IS 554 Parallel
. 25 65
Test Pressure. : 600Psig. Hyd.
3 80
4 100
SBM 14 (HSN CODE : 84818030
Product : SBM Bronze Union Bonnet Globe Valve 1/2 15
Product Standard : Conforming to IS 778 Class-2 3/4 20
Pressure/Class /Rating : PN-25 1 25
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
Product Description : Screwed on bonnet screw rising stem 1% 32
Type of Seat : Renewable Seat 1% 40
Type of Disc : Renewable Disc 2 50
Trim : SS 410 21 65
Gland Packing : Graphited Asbestos 3 80
End Details : Flanges as per BS 10 Table F Undrilled 2 100
Test Pressure. : 600Psig. Hyd.
(HSN CODE : 84818030
Product : SBM Bronze Union Bonnet Horizontal Lift Check Valve 1/2 15
Product Standard : conforming to IS 778 Class 2 3/4 20
Pressure/Class /Rating : PN-25 1 25
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
Product Description : Screwed on cover 1% 32
Type of Seat : Renewable Seat 1% 40
Type of Disc : Renewable Disc 2 50
Trim : SS-410 21 65
End Details : Screwed Female Threads to IS 554 Parallel 3 80
Test Pressure : 600Psig. Hyd. 7 100
(HSN CODE : 84813000
Product : SBM Bronze Union Bonnet Horizontal Lift Check Valve 1/2 15
Product Standard : Conforming to IS 778 Class-2 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2
Product Description : Screwed on Cover ! 2
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : SS 410 2 50
End Details : Flanges as per BS 10 Table-F Undrilled 215 65
Test Pressure : 600Psig. Hyd. 3 30
4 100
SBM 1 7 (HSN CODE : 84813000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



SBM  _cowwus P

Size/Inch mm
Product : SBM Brass Bib Tap Export Pattern 1/2 15
Body Material cum standard : Brass 1S-1264 Gr. DCB-2
Product Description : Crutch Head Polished Body
Gland Packing : Asbestos
End Details : Inlet End having BSP Parallel Male Threads
Body Test Pressure : 300Psig. Hyd.
(HSN CODE : 84818020
Product : SBM Bronze Ferrule 1/4 8
Type of Pattern : JCS WR Type 3/8 10
Body Material cum standard : Bronze 1S:318 Gr. LTB 2 12 15
End Details : Screwed Male BSP Taper Threads
Gasket : CAF 3/4 20
Test Pressure. : 300Psig. Hyd. 1 25
(HSN CODE : 84818020
Product : SBM Bronze Plug Main Valve 1/2 15
. Type of Pattern : Standard Pattern 3/4 20
Il Body Material cum standard : Bronze 1S:318 Gr. LTB 2
: - 1 25
. Product Description : Taper Plug type ;

"—"H"f End Details : Screwed female BSP Parallel threads 1% 32
o™ Test Pressure. : 100Psig. Hyd. 1% 40
) . B Seat Test Pressure : 50Psig Hyd. 2 50

A

SBM 23 (HSN CODE : 84818020
Product : SBM Bronze Gland Valve 1/2 15
Type of Pattern : Standard Pattern 3/4 20
Body Material cum standard : Bronze 1S:318 Gr. LTB 2

A 1 25

Product Description : Taper Plug type ;
End Details : Screwed female BSP Parallel threads 1% 32
Test Pressure. : 200Psig. Hyd. 1% 40
Seat Test Pressure : 100Psig Hyd. 2 50

SBM 24 (HSN CODE : 84818020

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



SBM  2ENEL i

VALVES

Size/Inch mm
Product : SBM Bronze Gland Valve 14 32
Type of Pattern : Heavy Pattern 1 40
Body Material cum standard : Bronze 1S:318 Gr. LTB 2 > 50
Product Description : Taper Plug type
End Details : Screwed female BSP Parallel threads
Test Pressure. : 200Psig. Hyd.
Seat Test Pressure : 100Psig Hyd.
SBM 25 (HSN CODE : 84818020
Product : SBM Bronze Drain Valve 1/4 8
Body Material cum standard : Bronze 1S:318 Gr. LTB 2 3/8 10
Product Description : Round Barrel Straight Nose with Union Nut 12 15
& Tail pipe polished body metallic handle
[~ 1  End Details : Inlet having BSP Parallel Male Threads
' ; Test Pressure. : 300Psig. Hyd.
il 51 1. Plug Test Pressure : 100Psig. Hyd.
.
SBM 26 (HSN CODE : 84818020

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



BRONZE BOILER VALVES & MOUNTINGS SANT
SA N T IBR APPROVED <D

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant Bronze Globe Steam Stop Valve 1/4 8
Type of Pattern : Straight Type 3/8 10
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB
Product Description : Screwed in bonnet inside screw rising stem 172 15
Type of Seat : Renewable Seat 3/4 20
Type of Disc : Renewable Disc 1 25
Trim : SS AISI-410 1% 32
Gland Packing : Expanded Pure Flexible Graphite 11 40
End Details : Screwed female BSP Taper Threads to BS 21 > 50
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
(HSN CODE : 84818030
Product : Sant Bronze Globe Steam Stop Valve 1/2 15
Type of Pattern : Straight Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB
. . .. .. 1 25
Product Description : Screwed in bonnet inside screw rising stem
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : SS AISI-410 2 50
Gland Packing : Expanded Pure Flexible Graphite
End Details : Flanged as per BS 10 Table-H F.F. (undrilled)
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
(HSN CODE : 84818030
Product : Sant Bronze Globe Steam Stop Valve 1/2 15
Type of Pattern : Straight Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB " 25
Product Description : Screwed in bonnet inside screw rising stem
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : SS AISI-410 2 50
Gland Packing : Expanded Pure Flexible Graphite
End Details : Flanges as per BS 10 Table F (undrilled)
Test Pressure : Tested to 300Psig. Hyd. (21.09 kg/cm? (Hyd.)
Working Pressure : Max. BOP 150Psig.(10.54kg/cm2) at 435°F(225°C)
(HSN CODE : 84818030
Product : Sant Bronze Globe Steam Stop Valve 3/8 10
Type of Pattern : Straight Type 12 15
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 3/4 20
Product Description : Bolted bonnet O/S & Yoke type rising stem
Type of Seat : Renewable Seat 1 25
Type of Disc : Renewable Disc 1%a 32
Trim : SS AISI-410 1% 40
Gland Packing : Expanded Pure Flexible Graphite 2 50
End Details : Screwed female BSP Taper Threads to BS 21 275 65
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.) 3 80
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR 2A (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



BRONZE BOILER VALVES & MOUNTINGS SANT
A N T IBR APPROVED <D

(WITH TEST CERTIFICATE IN FORM III-C) VALVES
Size/Inch mm
Product : Sant Bronze Globe Steam Stop Valve 1/2 15
? Type of Pattern : Straight Type 34 20
- Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
4 Product Description : Bolted Bonnet outside screw & Yoke type rising stem .
! Type of Seat : Renewable Seat 1% 32
= Type of Disc : Renewable Disc 17 40
& Trim : SS AISI-410 2 50
Gland Packing : Expanded Pure Flexible Graphite 215 65
- End Details : Flanged as per BS 10 Table-H F.F. undrilled 3 80
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.) 2 100
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR ZB (HSN CODE : 84818030
Product : Sant Bronze Globe Steam Stop Valve 1/2 15
? Type of Pattern : Straight Type 3/4 20
” Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 1 25
Jil Product Description : Bolted Bonnet Outside screw & Yoke type rising stem .
! Type of Seat : Renewable Seat 1% 32
o Type of Disc : Renewable Disc 1% 40
& Trim : SS AISI-410 2 50
Gland Packing : Expanded Pure Flexible Graphite 21 65
- End Details : Flanged as per BS 10 Table-F F.F. undrilled 3 80
Test Pressure : Tested to 300Psig. Hyd. (21.09 kg/cm?2 (Hyd.) 7 100
Working Pressure : Max. BOP 150Psig.(10.55kg/cm?) at 435°F(225°C)
|BR 2C (HSN CODE : 84818030
Product : Sant Bronze Horizontal Lift Check Valve 1/2 15
Type of Pattern : Straight Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB " 25
Product Description : Screwed in Cover
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : SS AISI-410 2 50
End Details : Screwed female BSP Taper Threads to BS 21
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR 3A (HSN CODE : 84813000
Product : Sant Bronze Horizontal Lift Check Valve 1% 40
Type of Pattern : Straight Type P 50
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 2 65
Product Description : Bolted Cover
Type of Seat : Renewable Seat 3 80
Type of Disc : Renewable Disc
Trim : AISI-410 Stainless Steel
End Details : Screwed female BSP Taper Threads to BS 21
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm2) at 435°F(225°C)
|BR 3B (HSN CODE : 84813000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



BRONZE BOILER VALVES & MOUNTINGS SLUY
SA N T IBR APPROVED @

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant Bronze Horizontal Lift Check Valve 1/2 15
Type of Pattern : Straight Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
Product Description : Screwed Cover
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : AISI-410 Stainless Steel 2 50
End Details : Flanges as per BS-10 Table-H F.F. undrilled
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR 3C (HSN CODE : 84813000 )
Product : Sant Bronze Horizontal Lift Check Valve 21 65
Type of Pattern : Straight Type 3 80
J 4 Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB
| - — 4 100
— Product Description : Bolted Cover
- I Type of Seat : Renewable Seat
}- Type of Disc : Renewable Disc
Trim : AISI-410 Stainless Steel
End Details : Flanges as per BS-10 Table-H F.F. undrilled
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR 3D (HSN CODE : 84813000 )
Product : Sant Bronze Horizontal Lift Check Valve 21 65
Type of Pattern : Straight Type 3 80
J 4 Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB
| A S 4 100
= Product Description : Bolted Cover
- I Type of Seat : Renewable Seat
}- Type of Disc : Renewable Disc
Trim : AISI-410 Stainless Steel
End Details : Flanges as per BS-10 Table-F F.F. undrilled
Test Pressure : Tested to 300Psig. Hyd. (21.09 kg/cm? (Hyd.)
Working Pressure : Max. BOP 150Psig.(10.54kg/cm?) at 435°F(225°C)
|BR 3E (HSN CODE : 84813000 )
Product : Sant Bronze Horizontal Lift Check Valve 12 15
Type of Pattern : Straight Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
Product Description : Screwed in Cover
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : AISI-410 Stainless Steel 2 50
End Details : Flanges as per BS-10 Table-F F.F. undrilled
Test Pressure : Tested to 300Psig. Hyd. (21.09 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 150Psig.(10.54kg/cm2) at 435°F(225°C)
|BR 3F (HSN CODE : 84813000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



BRONZE BOILER VALVES & MOUNTINGS SLUY
SA N T IBR APPROVED @

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant Bronze Vertical Non Return Valve 1/2 15
Type of Pattern : Vertical Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
Product Description : Two piece design
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : AISI-410 Stainless Steel 2 50
End Details : Screwed female BSP Taper threads to BS-21
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR 4A (HSN CODE : 84813000 )
Product : Sant Bronze Vertical Non Return Valve 1/2 15
Type of Pattern : Vertical Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 1 25
Product Description : Two piece design
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : AISI-410 Stainless Steel 2 50
End Details : Flanges as per BS-10 Table-H F.F. undrilled
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR 4B (HSN CODE : 84813000 )
ol Product : Sant Bronze Safety Valve 1/2 15
" Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 3/4 20
c/- ] Product Description : Pop type open discharge 1 25
Type of Seat : Integral
Type of Disc : Renewable Disc 17 40
_ Trim : Cu alloy 2 50
f End Details : Inlet screwed male BSP Taper threads to BS-21
R Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
L__J__ Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
[y *Note : Please advice set pressure while placing order
|BR 5 (HSN CODE : 84814000 )
Product : Sant Bronze Safety Valve 1/2 15
Type of Pattern : Right Angle Pattern 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
* Product Description : Pop type enclosed discharge
1 Type of Seat : Integral 1% 40
Type of Disc : Renewable Disc 2 50
Trim : Cu alloy
. End Details : Inlet screwed male BSP Taper threads to BS-21
. 5 Outlet screw female BSP Parallel threads to BS-21
#-J Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
) Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
*Note : Please advice set pressure while placing order
|BR 6 (HSN CODE : 84814000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



BRONZE BOILER VALVES & MOUNTINGS

SA N T IBR APPROVED

(WITH TEST CERTIFICATE IN FORM I1I-C)

SANT

VALVES

IBR 9AR

4

IBR 9BR

Size/Inch mm

Product : Sant Bronze Combined Feed Check Valve 1/2 15
Type of Pattern : Right Angle Pattern 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
Product Description : Bolted Gland Flange & Screwed in cover
Type of Seat : Integral 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : Cu-Alloy 2 50
Gland Packing : Graphited Asbestos
End Details : Flanges as per BS 10 Table-H F.F. undrilled
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)

(HSN CODE : 84813000
Product : Sant Bronze Pressure Gauge Valve 3/8 10
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 12 15
Type of Seat : Plug Type
End Details : Screwed female BSP Parallel threads to BS-21
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm2) at 435°F(225°C)

(HSN CODE : 84812000 )
Product : Sant Bronze Controllable feed check valve 3/8 10
Type of Pattern : Straight type / Right Angle 12 15
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 34 20
Product Description : Screwed in bonnet O/s Yoke type rising stem
Type of Seat : Renewable Seat 1 25
Type of Disc : Renewable Disc 1Ya 32
Trim : AISI 410 Stainless Steel 1% 40
Gland Packing : Expanded Pure Flexible Graphite 2 50
End Details : Screwed female BSP Taper Threads to BS-21
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm2) at 435°F(225°C)
& 9AS (HSN CODE : 84813000
Product : Sant Bronze Controllable feed check valve 1/2 15
Type of Pattern : Right Angle / Straight Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
Product Description : Screwed in bonnet O/s Yoke type rising stem
Type of Seat : Renewable Seat 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : AISI 410 Stainless Steel 2 50

Gland Packing : Expanded Pure Flexible Graphite

End Details : Flanges as per BS 10 Table-H FF undrilled

Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)

& 9BS (HSN CODE : 84813000)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g




BRONZE BOILER VALVES & MOUNTINGS SLUY
SA N T IBR APPROVED @

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
. Product : Sant Bronze Asbestos Packed Water Level Gauge 3/8 10
: ,l:“-'ﬁ,: Type of Pattern : Standard Pattern 12 15
;r Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 5/8 16
Product Description : Right Hand Type/Left Hand Type
t Gland Packing : Lubricated Asbestos 3/4 20
. Jﬁ .u-'} End Details : Screwed Male BSP Parallel threads to BS-21
T Test Pressure : Tested to 300Psig. Hyd. (21.09 kg/cm2 (Hyd.)
'ﬁ.'?‘-n Working Pressure : Max. BOP 150Psig.(10.54kg/cm?) at 435°F(225°C)
L5
|BR 1 OA (HSN CODE : 90261020
Product : Sant Bronze Asbestos Packed Water Level Gauge 3/8 10
& '_] Type of Pattern : Standard Pattern 12 15
I Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 5/8 16
Product Description : Right Hand Type/Left Hand Type
Gland Packing : Lubricated Asbestos 3/4 20
End Details : Flanges as per BS 10 Table-F FF undrilled
- Test Pressure : Tested to 300Psig. Hyd. (21.09 kg/cm? (Hyd.)
3 Working Pressure : Max. BOP 150Psig.(10.54kg/cm2(Hyd.) at 435°F(225° Q)
|BR 1 OB (HSN CODE : 90261020
Product : Sant Bronze Sleeve packed Water Level Gauge 1/2 15
{ Type of Pattern : Standard Pattern 5/8 16
hﬁﬁ Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 34 20
=i Product Description : With automatic shut off device in water
Arm Right Hand Type/ Left Hand Type
F £ End Details : Flanges as per BS-10 Table-H FF undrilled
L Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
1
|BR 11A (HSN CODE : 90261020 )
Product : Sant Bronze Sleeve packed Water Level Gauge 1/2 15
£ g1 Type of Pattern : Standard Pattern 5/8 16
ﬁ\:}:} Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 34 20
Product Description : With automatic shut off device in water
5 Arm Right Hand Type/ Left Hand Type
AL o End Details : Screwed Male BSP Parallel threads to BS-21
X ;_-’_."‘“' Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
'T,_ ;_. Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
i
|BR 1 1 B (HSN CODE : 90261020

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g



BRONZE BOILER VALVES & MOUNTINGS SLUY
SA N T IBR APPROVED @

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant Bronze Sleeve packed Water Level Gauge 1/2 15
(Spare Drain) 3/4 20
|BR 1 1 c (HSN CODE : 90261020
Product : Sant Bronze Y Type Strainer 1/2 15
Type of Pattern : Y Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB
- . 1 25
Product Description : Y Type Screwed in cover .
Brass/SS304 Screen having 0.5mm Dia perforations 1% 32
End Details : Screwed Male BSP Taper Thread to BS-21 12 40
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm2 Hyd.) 2 50
Working Pressure : Max. BOP 250Psig.(17.58 kg/cm?) at 435°F(225°C)
IBR 12A (HSN CODE : 84818030)
Product : Sant Bronze Y Type Strainer 1/2 15
] 5 Type of Pattern : Y Type 3/4 20
F Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 1 25
| © Product Description : Y Type Screwed in cover .
‘ Brass/SS304 Screen having 0.5mm Dia perforations 1% 32
' End Details : Flanges as per BS-10 Table H, FF undrilled 12 40
& Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 Hyd.) 2 50
Working Pressure : Max. BOP 250Psig.(17.58 kg/cm? ) at 435°F(225°C)
|BR 1 ZB (HSN CODE : 84818030)
Product : Sant Bronze Fusible Plug 1/2 15
] Type of Pattern : Two piece design 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
Product Description : Two piece design .
End Details : Screwed male BSP Taper thread to BS-21 1% 32
l-l Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.) 1% 40
- Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C) 2 50
*Note : Melting temperature of Fusible Alloy 270°C
IBR 1 3 (HSN CODE : 84814000
(a) SPARE CONES FOR THE FUSIBLE PLUG 12 15
3/4 20
1 25
1% 32
17 40
2 50
IBR 1 3A (HSN CODE : 84814000)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



BRONZE BOILER VALVES & MOUNTINGS SLUY
SA N T IBR APPROVED @

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant Bronze Fusible Plug 172 15
Type of Pattern : One piece design 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 1 25
Product Description : One piece design
End Details : Screwed male BSP Taper threads to BS-21
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
*Note : Melting temperature of Fusible Alloy 270°C
|BR 14 (HSN CODE : 84814000 )
Product : Sant Bronze Sight Glass 1/2 15
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 3/4 20
Product Description : With toughend glass window upto and including 1 25
25mm size and double window for size above 25mm
- End Details : Screwed female BSP Taper Threads to BS-21 1% 32
i -j Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.) 1% 40
| S Working Pressure : Max. BOP 250Psig.(17.58kg/cm?2) at 435°F(225°C) 2 50
|BR 15 (HSN CODE : 84818030
Product : Sant Bronze Parallel Slide Blow off Valve 1 25
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 1 32
Product Description : Rack & Pinion Operated with Key
1% 40
Type of Seat : Renewable Seat
Type of Disc : Renewable Disc 2 50
Trim : SS 410/Monel 2% 65
Gland Packing : Graphited Asbestos 3 80
End Details : Flanges as per BS-10 Table H, F.F. undrilled
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR 1 6 (HSN CODE : 84818030
Product : Sant Bronze Pressure Reducing Valve 12 15
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 3/4 20
Product Description : Spring Loaded outlet pressure 1 25
range available 5/60, 20/80, 40/125 Psig
Type of Seat : Integral 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : SS 304 Diaphragm 2 50
ﬂ f End Details : Screwed female BSP Taper threads to BS-21
L o= Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
v Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)
|BR 17 (HSN CODE : 84811000

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g



SANT

IBR 17A

BRONZE BOILER VALVES & MOUNTINGS
IBR APPROVED

(WITH TEST CERTIFICATE IN FORM I1I-C)

SANT

VALVES

IBR 20

Size/Inch mm
Product : Sant Bronze Pressure Reducing Valve 1/2 15
Body Material cum standard : Bronze (IS 318 LTB2) 3/4 20
Product Description : Spring Loaded outlet pressure ] 25
range available 5/60, 20/80, 40/125 Psig

Type of Seat : Integral 1% 32
Type of Disc : Renewable Disc 1% 40
Trim : Diaphragm of Rubber 2 50
End Details : Screwed female BSP Parallel threads to BS-21
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
Working Pressure : Max. Service temp 50°C (Suitable for Water & Air)
(WITH WORKS CERTIFICATE ONLY)

(HSN CODE : 84811000
Product : Sant Bronze Accessible Feed Check Valve 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 1 25
Product Description : Right Angle Body Straight Inlet/Curved Inlet % 32
Type of Seat : Renewable Seat
Type of Disc : Renewable Disc 172 40
Trim : SS410/Monel 2 50
Gland Packing : Expanded Pure Flexible Graphite
End Details : Flanges as per BS 10 Table H FF undrilled
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)

(HSN CODE : 84813000 )
Product : Sant Bronze Inspectors Test Gauge Valve with Bend 3/8 10
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 12 15
Product Description : M 20x1.5 Pitch threads for Gauge connections
End Details : Screwed female BSP parallel threads to BS-21
Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)

(HSN CODE : 84818030
Product : Sant Bronze Thermodynamic Steam Trap 12 15
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 3/4 20
Product Description : Thermodynamic type with inbuilt strainer 1 25

Trim : Stainless Steel AISI-410

End Details : Screwed female BSP Taper threads to BS-21

Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)

(HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g




SANT

IBR 21

BRONZE BOILER VALVES & MOUNTINGS
IBR APPROVED

(WITH TEST CERTIFICATE IN FORM I1I-C)

SANT

VALVES

IBR 22

',,_,....",'_

e
e
I

IBR 23

IBR 24

Size/Inch mm
Product : Sant Bronze Relief Valve 1/4 8
Type of Pattern : Straight Type 3/8 10
Body Material cum standard : Bronze IS 318 LTB2 12 15
Product Description : Spring Loaded open discharge
Type of Seat : Integral 3/4 20
Type of Disc : Renewable Disc 1 25
Trim : Cu-Alloy 1Y 32
End Details : Screwed male BSP Taper threads to BS-21 1% 40
Test Pressure : Shell test pressure to 300Psig. Hyd. (21.09 kg/cm2 (Hyd.) P 50
Working Pressure : Set pressure 10.54 kg/cm2g. (Suitable for Water & Ai r)
*Note : Please advise set pressure while placing order
(WITH WORKS CERTIFICATE ONLY) (HSN CODE : 84814000)
Product : Sant Bronze Relief Valve 1/4 8
Type of Pattern : Right Angle 3/8 10
Body Material cum standard : Bronze IS 318 LTB2 12 15
Product Description : Spring Loaded enclosed discharge
Type of Seat : Integral 3/4 20
Type of Disc : Renewable Disc 1 25
Trim : Cu-Alloy 1V 32
End Details : Inlet end male BSP Parallel threads outlet female BSP 1% 40
Parallel thread to BS-21 5 50
Test Pressure : Shell test pressure to 300Psig. Hyd. (21.09 kg/cm2 (Hyd.)
Working Pressure : Set pressure 10.54 kg/cm2g. (Suitable for Water & Ai r)
*Note : Please advise set pressure while placing order
(WITH WORKS CERTIFICATE ONLY) (HSN CODE : 84814000)
Product : Sant Bronze Pilot Operated R Type Reducing Valve 1 25
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 1 32
Product Description : Pilot operated R-type outlet pressure range " 20
available 5/60, 20/80, 40/125 Psig.
Type of Seat : Renewable Seat 2 50
Type of Disc : Renewable Disc
Trim : SS AISI 410/Monel
End Details : Flanges as per BS: 10 Table-H FF undrilled
Test Pressure : Shell Test Pressure 500Psig. Hyd. (35.15 kg/cm? (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?)
steam Max Temp.(225°C)
*Note : Please advise outlet pressure while placing order.
(HSN CODE : 84811000 )
Product : Sant Bronze Safety Valve 12 15
Type of Pattern : Right Angle 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
Product Description : Spring Loaded Enclosed Discharge
Type of Seat : Integral 172 :g
2

Type of Disc : Renewable Disc

Trim : Cu-Alloy

End Details : Inlet end male BSP Taper thread outlet female BSP
threads to BS-21

Test Pressure : Shell test pressure 300Psig. Hyd. (21.09 kg/cm? (Hyd.)

Working Pressure : Max. BOP 150Psig. at 435°F(225°C) Steam

*Note : Please advise set pressure while placing Order.

(HSN CODE : 84814000 )

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g




BRONZE BOILER VALVES & MOUNTINGS SANT
SA N T IBR APPROVED <D

(WITH TEST CERTIFICATE IN FORM IlI-C) VALVES
Size/Inch mm
Product : Sant Bronze Safety Valve 1/2 15
Type of Pattern : Straight Type 3/4 20
Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB ] 25
Product Description : Spring Loaded Open Discharge T 20
2

Type of Seat : Integral
Type of Disc : Renewable 2 50
Trim : Cu-Alloy

End Details : Inlet threads BSPT Taper

Test Pressure : Shell test pressure 300Psig. Hyd. (21.09 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 150Psig. at 435°F(225°C) Steam

*Note : Please advise set pressure while placing Order.

(HSN CODE : 84814000 )

Product : Sant Bronze Mobrey Valve 1 25
Type of Pattern : Right Angle

Body Material cum standard : Bronze (IBR Clause 282(a) IV Gr. B
Product Description : Screwed in bonnet inside screw rising stem
Type of Seat : Renewable Seat

Type of Disc : Renewable Disc

Trim : AISI-410 Stainless Steel

Gland Packing : Expanded Pure Flexible Graphite

End Details : Flanges as per BS-10 Table H (F.F. undrilled)

Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 Hyd.)

Working Pressure : Max. BOP 250Psig.(17.58kg/cm?) at 435°F(225°C)

|BR 26 (HSN CODE : 84818030

Product : Sant Bronze Loco Type Fusible Plug 1 25
p— Body Material cum standard : Bronze IBR Clause 282 (a) IV GrB 1% 32
Product Description : Loco Type two piece design
u End Details : Male BSP Taper Threads to BS-21

Test Pressure : Tested to 500Psig. Hyd. (35.15 kg/cm?2 (Hyd.)
Working Pressure : Max. BOP 250Psig.(17.58kg/cm?)
Steam at 435°F(225°C)

IBR 27 (HSN CODE : 84814000)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g



C.l. BOILER VALVES & MOUNTINGS

SANT

CI1A

(WITH TEST CERTIFICATE IN FORM I1I-C)

SANT

VALVES

Size/Inch mm
Product : Sant C.l. Globe Valve 1/2 15
Product Standard : BS 5152/ DIN 86251 3/4 20
Type of Pattern : Straight Pattern ] 25
Pressure/Class /Rating : PN-16
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A 1% 32
Product Description : Bolted Bonnet, outside screw & yoke type Rising Ste 1% 40
Type of Seat : Renewable 2 50
Type of Disc : Renewable Disc 21 65
Trim : SS-410 3 30
Gland Packing : Expanded Pure Flexible Graphite 7 100
End Details : Flanges as per DIN 2533 RF (PN 16) Undrilled
Test Pressure : Body 26kg/cm2g Seat 16kg/cm2g Hyd. 5 125
Working Pressure : Max BOP 13kg/cm2g at 220°C Steam 6 150
(HSN CODE : 84818030) 8 200
Product : Sant C.l. Junction Steam Stop Valve 1/2 15
Product Standard : BS 5152/ DIN 86251 3/4 20
Type of Pattern : Right Angle 1 25
Pressure/Class /Rating : PN-16
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A 1% 32
Product Description : Bolted Bonnet, outside screw & yoke type Rising Ste 12 40
Type of Seat : Renewable 2 50
Type of Disc : Renewable Disc 21 65
Gland Packing : Expanded Pure Flexible Graphite 2 100
End Details : Flanges as per DIN 2533 RF (PN 16) Undrilled
Test Pressure : Body 26kg/cm2g Seat 16kg/cm2g Hyd. 5 125
Working Pressure : Max BOP 13kg/cm2g at 220°C Steam 6 150
(HSN CODE : 84818030) 8 200
Product : Sant C.l. Horizontal Check Valve 1/2 15
Product Standard : BS 5153 3/4 20
Type of Pattern : Straight Type 1 25
Pressure/Class /Rating : PN-16
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A 1% 32
Product Description : Bolted Cover 1% 40
Type of Seat : Renewable 2 50
Type of Disc : Renewable Disc 21 65
End Details : Flanges as per DIN 2533 RF (PN 16) Undrilled 7 100
Test Pressure : Body 26kg/cm2g Seat 16kg/cm2g Hyd.
Working Pressure : Max BOP 13kg/cm2g at 220°C Steam 5 12(5)
6 15
(HSN CODE : 84813000 8 200
Product : Sant C.l. Swing Check Valve 11 40
Product Standard : BS 5153 > 50
Type of Pattern : Straight Type 2 65
Pressure/Class /Rating : Class 125
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A 3 80
Product Description : Bolted Cover 4 100
Type of Seat : Renewable 5 125
Type of Disc : Renewable Disc 6 150

End Details : Flanges as per BS 10 Table F Undrilled
Body & Seat Test Pressure : Body 300Psig Seat 200Psig. Hyd.
Working Pressure : Max BOP 150Psig (10.54 kg/cm?)

(HSN CODE : 84813000

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g

* [26]



C.l. BOILER VALVES & MOUNTINGS SANT
s A N T IBR APPROVED @S

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant C.I. Lift Check Valve 1/2 15
Product Standard : BS 5153 3/4 20
Type of Pattern : Right Angle ] 25
Pressure/Class /Rating : PN-16
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A 1% 32
Product Description : Bolted Cover 1% 40
Type of Seat : Renewable 2 50
Type of Disc : Renewable Disc 21 65
Trim : SS-410 3 30
Gland Packing : 7 100
End Details : Flanges as per DIN 2533 RF (PN 16) Undrilled
Test Pressure : Body 26kg/cm2g Seat 16kg/cm2g Hyd. 5 125
Working Pressure : Max BOP 13kgf/cm2g at 220°C Steam 6 150
Cl 4A (HSN CODE : 84813000) 8 200
Product : Sant C.l. Accessible Feed Check Valve 1 25
Type of Pattern : Right Angle ™ 32
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A " 20
Product Description : Straight Inlet Without Inspection Branch 5 %

Type of Seat : Renewable
Type of Disc : Renewable Disc 2% 65
Trim : AISI-410 Stainless Steel

Gland Packing : Expanded Pure Flexible Graphite

End Details : Flanges as per BS-10 Table F F.F. undrilled

Test Pressure : Body 21.09kg/cm? (300 Psig.) Hyd.

Working Pressure : Max BOP 10.54kg/cm?2 (150 Psig.) at 220°C Steam

(HSN CODE : 84813000 )

Product : Sant C.I. Accessible Feed Check Valve 1 25
Type of Pattern : Right Angle 1% 32
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A " 20
Product Description : Curved Inlet without Inspection Branch 5 =

Type of Seat : Renewable
Type of Disc : Renewable Disc 2% 65
Trim : AISI-410 Stainless

Gland Packing : Expanded Pure Flexible Graphite

End Details : Flanges as per BS-10 Table F F.F. undrilled

Test Pressure : Body 21.09kg/cm? (300 Psig. ) Hyd.

Working Pressure : Max BOP 10.54kg/cm2 (150 Psig.) at 220°C Steam

(HSN CODE : 84813000

Product : Sant C.l. Accessible Feed Check Valve 1V 32
Type of Pattern : Right Angle 1% 40
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A > 50
Product Description : Straight Inlet With Inspection Branch i &5

Type of Seat : Renewable

Type of Disc : Renewable Disc

Trim : AISI-410 Stainless

Gland Packing : Expanded Pure Flexible Graphite

Test Pressure : Body (21.09kg/cm?2) 300 Psig. Hyd.

Working Pressure : Max BOP (10.54kg/cm?2) 150 Psig. at 220°C Steam

Cl 5C (HSN CODE : 84813000)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g *



C.l. BOILER VALVES & MOUNTINGS SANT
s A N T IBR APPROVED @S

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant C.l. Accessible Feed Check Valve 1% 32
Type of Patt_ern : Right Angle 1% 40
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A > 50
Product Description : Curved Inlet with Inspection Branch
Type of Seat : Renewable 2%2 65
Type of Disc : Renewable Disc
Trim : AISI-410 Stainless
Gland Packing : Expanded Pure Flexible Graphite
End Details : Flanges as per BS-10 Table F F.F. undrilled
Test Pressure : Body (21.09kg/cm?2) 300 Psig. Hyd.
Working Pressure : Max BOP (10.54kg/cm?2) 150 Psig. at 220°C Steam
C| 5D (HSN CODE : 84813000
Product : Sant C.I. Stop Cum Non Return Valve 1 40
Product Standard : BS-5152 P 50
Type of Pattern : Straight Type / Right Angle b 65
".i Body Material cum standard : Cast Iron IBR 86 to 93 Grade A
Product Description : Bolted Bonnet O/S Yoke Type Rising Stem 3 80
Type of Seat : Renewable 4 100
Type of Disc : Renewable Disc 5 125
Trim : AISI-410 Stainless Steel 6 150
Gland Packing : Expanded Pure Flexible Graphite 8 200
End Details : Flanges as per DIN 2533 RF (PN16) undrilled
Working Pressure : Max BOP 13kgf/cm2g at 220°C Steam
Cl 6A (HSN CODE : 84813000 )
Product : Sant C.I. Y Type Strainer 1 25
Type of Pattern : Y-Type 1% 40
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A > 50
Product Description : Bolted Cover
Trim : SS 304 Screen having 1.2 mm dia perforation 2%2 65
End Details : Flanges as per BS-10 Table F F.F. undrilled 3 80
Test Pressure : 21.09kg/cm2 (300 Psig. Hyd.) 4 100
Working Pressure : Max BOP 10.54kgf/cmz2g. (150 Psig.) at 220°C Steam 5 125
6 150
8 200
Cl 7A (HSN CODE : 84818030
Product : Sant C.I. Y Type Strainer 1/2 15
Type of Pat'fern : Y-Type 3/4 20
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A ] 25
Product Description : Bolted Cover
Trim : SS 304 Screen having 1.2 mm dia perforation 1% 32
End Details : Female BSP Parallel threads to BS-21 1% 40
Test Pressure : Body 26kg/cm?2g. (370 Psig. ) Hyd. 2 50

Working Pressure : Max BOP 13kgf/cm2g. (185 Psig.) at 220°C Steam

Cl 7B (HSN CODE : 84818030)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g *



C.l. BOILER VALVES & MOUNTINGS SANT
s A N T IBR APPROVED @S

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant C.I. Single Post Hi Lift Safety Valve 1 25
Type of Pattern : Right Angle ™ 32
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A " 20
Product Description : Spring loaded Hi Lift
Type of Seat : Renewable Seat 2 50
Type of Disc : Renewable Disc
Trim : Stainless Steel AISI 410/Monel
End Details : Inlet Flange to BS 10 Table F undrilled

Outlet Flange to BS 10 Table D undrilled
Body Test Pressure : Shell Test 21.09kg/cm2g (300Psig.) Hyd.
Working Pressure : Max BOP (10.54kgf/cm2g) 150Psig. at 220°C Steam
Cl 8 (HSN CODE : 84814000 )
Product : Sant C.I. Double Post Hi Lift Safety Valve 1 25
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A ™ 32
Product Description : Spring loaded Hi Lift
1% 40
Type of Seat : Renewable Seat
Type of Disc : Renewable Disc 2 50
Trim : Stainless Steel AISI 410/Monel
End Details : Inlet Flange to BS 10 Table F
Outlet Flange to BS 10 Table D
Body Test Pressure : Shell Test 21.09kg/cm2g (300Psig.) Hyd.
Working Pressure : Max BOP 150Psig. (10.54kgf/cm2g) at 220°C Steam
C| 9 (HSN CODE : 84814000 )

Product : Sant C.I. Pilot Operated R Type Reducing Valve 1 25
Type of Pattern : Straight Type 14 32
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A ™ 20

Product Description : Pilot operated R type Outlet pressure range
available 5/60, 20/80 Psig 2 50

Type of Seat : Renewable Seat

Type of Disc : Renewable Disc

Trim : Stainless Steel AISI 410/Monel

End Details : Flanges as per BS 10 Table F, FF (Drilled)

Body Test Pressure : 21.09kg/cm2g (300Psig.) Hyd.

Working Pressure : Max BOP 10.54kgf/cm2g (150Psig.) at 220°C Steam

(HSN CODE : 84811000 )

Product : Sant C.I. Vertical Inverted Bucket Type Steam Trap 1/2 15
Type of Pattern : Vertical 3/4 20
Body Material cum standard : Cast Iron IBR 86 to 93 Grade A ] 25
Product Description : Bolted Cover

Trim : SS 304 1% 40
End Details : Inlet Female BSP Parallel Threads to BS-21 2 50

Body Test Pressure : 21.09kg/cm2 (300Psig.) Hyd.
Working Pressure : Max BOP 150Psig. at 220°C Steam

Cl 11 (HSN CODE : 84818030)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g *



SANT

Cl13

CAST IRON VALVES

(WITH OUR WORK'S CERTIFICATE)

SANT

VALVES

Cl16 B

Size/Inch mm
Product : Sant C.l. Gate Valve (All Iron) 1/2 15
Type of Pattern : Clip Pattern 3/4 20
Body Material cum standard : Cast Iron IS 210 Gr. FG 200 ] 25
Product Description : Clamped Bonnet Inside Screw Rising Stem
Type of Seat : Integral Seat 1% 32
Type of Disc : Solid Wedge 1% 40
Trim : Mild Steel 2 50
Gland Packing : Expanded Pure Flexible Graphite 215 65
End Details : Screwed Female BSP Parallel Threads to BS:21 3 30
Body Test Pressure : 21.09kg/cm? Hyd. 300Psig. Hyd.
Seat Test Pressure : 14.06kg/cm2g (200Psig. Hyd.)
(HSN CODE : 84818030
Product : Sant C.l. Gate Valve 1/2 15
Type of Pattern : Clip Pattern 3/4 20
Body Material cum standard : Cast Iron IS 210 Gr. FG 200 1 25
Product Description : Clamped Bonnet Inside Screw Rising Stem
Type of Seat : Renewable 1% 32
Type of Disc : Solid Wedge 12 40
Trim : Cu-Alloy 2 50
Gland Packing : Expanded Pure Flexible Graphite 21 65
End Details : Screwed Female BSP Parallel Threads to BS:21 3 80
Body Test Pressure : 21.09kg/cm? Hyd.
Seat Test Pressure : 14.06kg/cm2g Hyd.
(HSN CODE : 84818030
Product : Sant C.I. Y Type Strainer 1/2 15
Type of Pattern : Y Type 3/4 20
Body Material cum standard : Cast Iron IS 210 Gr FG 200 " 25
Product Description : Screwed in cover
Trim : SS 304 Screen having 1.2mm perforation 1% 32
End Details : Screwed female BSP Parallel threads to BS-21 1% 40
Test Pressure : 24kg/cm2g Hyd. 2 50
Working Pressure : 16kg/cm2g Hyd.
(For Water Lines)
(HSN CODE : 84818030
Product : Sant C.I. Y Type Strainer 1 25
Type of Pattern : Y Type 1 32
Body Material cum standard : Cast Iron IS 210 Gr. FG 200 " 20
Product Description : Screwed / Bolted Cover
Trim : S.S. Screen/SS 304 having 1.2mm perforation 2 50
End Details : Flanges as per BS 10 Table F undrilled 2% 65
Body Test Pressure : 24kg/cm2g Hyd. 3 80
Working Pressure : 16kg/cm2g Hyd. 4 100
(For Water Lines) 5 125
6 150
8 200
10 250
(With Magnet 15% Extra Rates) (HSN CODE : 84818030 2 300

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g

* [30]



CAST IRON VALVES ol
SA N T (WITH OUR WORK'S CERTIFICATE) Q

Size/Inch mm
Product : Sant C.I. Ball Valve 1/2 15
Product Standard : 1S-9890 -1981 Class-125 3/4 20
Type of Pattern : Straight ] 25
Body Material cum standard : Cast Iron IS 210 Gr. FG 220
Product Description : Two piece design 1% 32
Type of Seat : Renewable Teflon 1% 40
Trim : AISI 410 Stem, Stainless Steel AISI 304 Ball 2 50
Gland Packing : Teflon Rings 215 65
End Details : Screwed Female Parallel Threads as per 1S:554 3 80
Body Test Pressure : 21barg 300Psig. Hyd. 7 100
Seat Test Pressure : 220Psig.(15.4barg) Hyd. & 100Psig. (6.9 bar) AIR
ISI Marked
Cl 17 (HSN CODE : 84818030
Product : Sant C.l. Ball Valve 1 25
Product Standard : 1S-9890 -1981 Class-125 ™ 32
Body Material cum standard : Cast Iron IS 210 Gr. FG 220
— . . 1% 40
Product Description : Three piece design
Type of Seat : Renewable Teflon Seat 2 50
Trim : AISI 410 Stem Stainless Steel AlSI 304 Ball 2" 65
Gland Packing : Teflon Rings 3 80
End Details : Flanges as per 1S:3516-1966 Undrilled 4 100
Body Test Pressure : 21barg 300Psig. Hyd.
Seat Test Pressure : 220Psig.(15.4barg) Hyd. & 100Psig. (6.9 bar) AIR
ISI Marked
C| 18 (HSN CODE : 84818030)
Product : Sant C.I. 'T' Strainer Flanged 2 50
Type of Pattern : Tee Type 21 65
Body Material cum standard : Cast Iron IS 210 Gr FG 200 3 30
Product Description : Bolted Bonnet
Trim : SS 304 Screen 1.2 perforation 4 100
End Details : Flanged as per Class-150 6 150
Body Test Pressure : 24kg/cm2g Hyd. 8 200
Working Pressure : 16kg/cm2g Hyd.
(For Water Lines)
C| 1 9 (HSN CODE : 84818030
Product : Sant C.l. Ball Foot Valve 2 50
Type of Pattern : Y Type Pattern 21 65
. Pressure/Class /Rating : PN16 3 80
Body Material cum standard : Cast Iron to 1S:210 FG 200
Type of Ball : MS Rubber Coated 4 100
Seat Ring : Nitrile Rubber 6 150
Strainer : Cast Iron to 1S:210 FG 260
End Details : Flanges as per 1S:1538
Body Test Pressure : 2.4MPa (Hyd.)
Seat Test Pressure : 1.6MPa (Hyd.)
BFV (HSN CODE : 84818090
(A)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g *



SANT

CAST IRON VALVES
SA N T (WITH OUR WORK'S CERTIFICATE) Q

Size/Inch mm

Product : Sant Ductile Iron Balancing Valve 21, 65

Body Material cum standard : DI 3 80

k Product Description : Precise Balancing, Double Regulation Type 2 100

7 Trim : DI+EPDM

Stem : Stainless Steel 2 Cr. 13 5 125

End Details : Flanged Ends 6 150

Maximum Working Pressure : 1.6 MPa Hyd. (232Psig) 8 200

Body Test Pressure : 2.4 MPa Hyd. (348Psig) 10 250

Maximum Operating Temp. : 120°C 12 300

CiIBVY (HSN CODE : 84818090)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g



SANT

CAST IRON VALVES

(WITH OUR WORK'S CERTIFICATE)

SANT

VALVES

CR 32A

CR 32B

CR 19A

Size/Inch mm
Product : Sant C.I. Wedge Gate Sluice Valve 2 50
Product Standard : 1S-14846 duly ISI Marked 21 65
Pressure/Class /Rating : PN 1.0 PD Type 3 80
Body Material cum standard : 1S-210 Gr. FG-200 Cast Iron
Product Description : Bolted Bonnet inside screw non-rising stem 4 100
Type of Seat : Renewable 5 125
Type of Wedge : Solid Wedge 6 150
Trim : Cu-Alloy Rings, stem SS (12 Cr. 12) 8 200
Gland Packing : Expanded Pure Flexible Graphite 10 250
End Details : Flanges as per IS 1538 F/F Drilled 2 300
Body Test Pressure : 1.5 MPa Hyd.
Seat Test Pressure : 1.0 MPa Hyd.
(HSN CODE : 84818030
Product : Sant C.l. Wedge Gate Sluice Valve 2 50
Pressure/Class /Rating : PN 1.0 PD Type 21 65
Body Material cum standard : 1S-210 Gr. FG-200 Cast Iron 3 30
Product Description : Bolted Bonnet outside screw & Yoke type rising stem
Type of Seat : Renewable 4 100
Type of Wedge : Solid Wedge 5 125
Trim : Cu-Alloy, Stem SS AISI-410 6 150
Gland Packing : Rubber 'O’ Ring 8 200
End Details : Flanges as per IS 1538 F/F Drilled 10 250
Body Test Pressure : 1.5 MPa (Hyd.) 2 300
Seat Test Pressure : 1.0 MPa (Hyd.)
(HSN CODE : 84818030
Product : Sant C.I. Wedge Gate Sluice Valve 2 50
Product Standar : 1S-14846 duly ISI Marked 21 65
Pressure/Class /Rating : PN 1.6 PD Type 3 80
Body Material cum standard : 1S-210 Gr. FG-200 Cast Iron
Product Description : Bolted Bonnet Inside screw non rising stem 4 100
Type of Seat : Renewable 5 125
Type of Wedge : Solid Wedge 6 150
Trim : Cu-Alloy, Stem SS (12 Cr. 12) 8 200
Gland Packing : Rubber 'O’ Ring 10 350
End Details : Flanges as per IS 1538 F/F Drilled 2 300
Body Test Pressure : 2.4 MPa Hyd. (348 Psig)
Seat Test Pressure : 1.6 MPa Hyd. (232 Psig)
(HSN CODE : 84818030)
Product : Sant C.I. Wedge Gate Sluice Valve 2 50
Pressure/Class /Rating : PN 1.6 PD Type 2 65
Body Material cum standard : IS 210 Gr. FG 200 Cast Iron 3 80
Product Description : Bolted bonnet inside screw non rising stem
Type of Seat : Renewable 4 100
Type of Wedge : Renewable Solid Wedge 5 125
Trim : Cu-Alloy Seats, Stem SS AISI 410 6 150
Gland Packing : Expanded Pure Flexible Graphite 8 200
End Details : Flanges as per 1S-1538 FF Drilled 10 250
Body Test Pressure : 2.4MPa Hyd. (348 Psig. Hyd.) 2 300

Seat Test Pressure : 1.6MPa Hyd. (232 Psig. Hyd.)

(HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g

* [35]



SANT

CR 19B

CAST IRON VALVES

(WITH OUR WORK'S CERTIFICATE)

SANT

VALVES

Size/Inch mm
Product : Sant C.I. Wedge Gate Sluice Valve 2 50
Pressure/Class/Rating : PN 1.6 PD Type 21, 65
Body Material cum standard : Cast Iron 1S-210 Gr. FG-200 3 80
Product Description : Bolted bonnet outside screw & Yoke type rising stem
Type of Seat : Renewable 4 100
Type of Wedge : Solid Wedge 5 125
Trim : Cu-Alloy Seats, Stem SS AlSI 410 6 150
Gland Packing : Expanded Pure Flexible Graphite 8 200
End Details : Flanges Drilled as per 1S-1538 FF Drilled 10 250
Body Test Pressure : 2.4MPa Hyd. (348Psig.) Hyd. 2 300
Seat Test Pressure : 1.6MPa Hyd. (232Psig.) Hyd.
(HSN CODE : 84818030

Product : Sant C.I. Wedge Gate Sluice Valve 2 50
Product Standard : Face to Face, flange dimensions as per IS-780 2, 65
Pressure/Class /Rating : PN 1.0 3 80
Body Material cum standard : 1S 210 Gr. FG 200 Cast Iron

Product Description : Bolted bonnet inside screw non rising stem 4 100
Type of Seat : Renewable 5 125
Type of Wedge : Renewable Solid Wedge 6 150
Trim : Cu-Alloy Seats, Stem SS AISI 410 8 200
Gland Packing : Expanded Pure Flexible Graphite 10 250
End Details : Flanges as per 1S-780/1S-1538 FF Drilled 2 300
Body Test Pressure : 1.5 MPa Hyd.

Seat Test Pressure : 1.0 MPa Hyd.

(HSN CODE : 84818030
Product : Sant D.l. Resilient Seated Gate/Sluice Valve 2 50
Pressure Rating : PN 16 21 65
Product Description : DI Sluice Gate Valve 3 30
Non-Rising Stem Resilient Soft Seated

Type of Wedge : DI+EPDM 4 100
Trim : AISI 420 5 125
Gland Packing : O Ring NBR 6 150
End Details : Flanges as per 1S-1538 R/F Drilled 8 200
Pressure Rating : PN-16 10 250
Body Test Pressure : 2.4MPa Hyd. 2 300

Seat Test Pressure : 1.6MPa Hyd.

(HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g

* [34]



SANT

CR 21A

CAST IRON VALVES

(WITH OUR WORK'S CERTIFICATE)

SANT

VALVES

CR 21B

CR 22A

CR 22B

Size/Inch mm

Product : Sant C.l. Butterfly Valve 1% 40
Product Standard : IS:1309)5’ (HSN CODE : 84818030) 2/ 50
Type of Pattern : Short Pattern oA 65
Pressure/Class /Rating : PN-16
Body Material cum standard :1S-210 Gr. FG-260 Cast Iron 3 80
Product Description : Wafer Type 4 100
Type of Seat : Nitrile/EPDM Rubber Lining 5 125
Type of Disc : SG Iron 6 150
Stem : AISI-410 Stainless Steel
End Details : Suitable insertion between Flanges as per BS-10 Table D/E

ANSI B 16.1 CI-125
PN16
Body Test Pressure : 2.4 MPa (348 Psig Hyd.)
Seat Test Pressure : 1.8 MPa (262 Psig Hyd.)
Product : Sant C.I. Butterfly Valve 8 200
Product Standard : 15:13095 (HSN CODE : 84818030) 10 250
Type of Pattern : Medium Pattern 12 300
Pressure/Class /Rating : PN-16
Body Material cum standard :1S-210 Gr. FG-260 Cast Iron 14 350
Product Description : Wafer Type 16 400
Type of Seat : Nitrile/EPDM Rubber Lining 18 450
Type of Disc : SG Iron 20 500
Stem : AISI-410 Stainless Steel 24 600
End Details : Suitable insertion between Flanges as per BS-10 Table D/E

ANSI B 16.1 CI-125
PN16
Body Test Pressure : 2.4 MPa (348 Psig Hyd.)
Seat Test Pressure : 1.8 MPa (262 Psig Hyd.)
Product : Sant C.I. Butterfly Valve 1 40
Product Standard : 1S:13095 (HSN CODE : 84818030) 5 50
Type of Pattern : Short Pattern b 65
Pressure/Class /Rating : PN-16
Body Material cum standard :1S-210 Gr. FG-260 Cast Iron 3 80
Product Description : Wafer Type 4 100
Type of Seat : Nitrile/EPDM Rubber Lining 5 125
Type of Disc : CF 8 Stainless Steel 6 150
Stem : AISI-410 Stainless Steel
End Details : Suitable insertion between Flanges as per BS-10 Table D/E

ANSI B 16.1 CI-125
PN16
Body Test Pressure : 2.4 MPa (348 Psig Hyd.)
Seat Test Pressure : 1.8 MPa (262 Psig Hyd.)
Product : Sant C.I. Butterfly Valve 8 200
Product Standard : 1S:13095 (HSN CODE : 84818030) 10 250
Type of Pattern : Medium Pattern 12 300
Pressure/Class /Rating : PN-16
Body Material cum standard : 1S-210 Gr. FG-260 Cast Iron 14 350
Product Description : Wafer Type 16 400
Type of Seat : Nitrile/EPDM Rubber Lining 18 450
Type of Disc : CF 8 Stainless Steel 20 500
Stem : AISI-410 Stainless Steel 24 600

End Details : Suitable insertion between Flanges as per BS-10 Table D/E
ANSI B 16.1 CI-125

PN16

Body Test Pressure : 2.4 MPa (348 Psig Hyd.)

Seat Test Pressure : 1.8 MPa (262 Psig Hyd.)

*NOTE : BUTTERFLY VALVES FROM 40MMTO 150MM WILL BE LEVER OPERATED AND SIZE 200MM AND ABQVE WILL BE GEAR OPERATED

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g
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SANT

CAST IRON VALVES

(WITH OUR WORK'S CERTIFICATE)

SANT

VALVES

CR 27A

Size/Inch mm
Product : Sant C.l. Butterfly Valve (Lever Operated) 1% 40
Type of Pattern : Short Pattern D) 50
Pressure/Class /Rating : PN10 2 65
“ Body Material cum standard : Cast Iron to 1S:210 FG 200
Product Description : Wafer Type 3 80
Type of Seat : Nitrile/EPDM Rubber Lining 4 100
Type of Disc : SG Iron 5 125
Stem : AISI-410 6 150
End Details : Suitable insertion between Flanges as per BS-10 Table D/E 8 200
& B 16.1 CI-125 10 350
Body Test Pressure : 1.5MPa Hyd.
Seat Test Pressure : 1.10MPa Hyd. 12 300
(HSN CODE : 84818030
Product : Sant C.I. Butterfly Valve (Lever Operated) 1% 40
Type of Pattern : Short Pattern 5 50
Pressure/Class /Rating : PN10 2 65
Body Material cum standard : Cast Iron to 1S:210 FG 200
Product Description : Wafer Type 3 80
Type of Seat : Nitrile/EPDM Rubber Lining 4 100
Type of Disc : SS Disc 5 125
Stem : AlSI-410 6 150
End Details : Suitable insertion between Flanges as per BS-10 Table D/E 8 200
& B 16.1 CI-125 10 250
Body Test Pressure : 1.5MPa Hyd.
Seat Test Pressure : 1.10MPa Hyd. 12 300
(HSN CODE : 84818030
Product : Sant C.I. Butterfly Valve 1% 40
Type of Pattern : Wafer Type 2 50
Pressure/Class /Rating : PN 20 2% 65
Body Material cum standard : Cl 1S:210 FG200 3 80
*""l-._ Product Description : Wafer Type 4 100
Type of Seat : Nitrile/EPDM Lining 5 125
Type of Disc : SS Seat CF8 6 150
Stem : SS AISI-410 8 200
End Details : Suitable insertion between Flanges as per BS-10 Table D/E 10 250
or ASME B 16.1, Class-125 12 300
Body Test Pressure : 3.0 MPa Hyd.
Seat Test Pressure : 2.2 MPa Hyd. (HiSN CODE : 84818030)
Product : Sant Ductile Iron Butterfly Valve 2 50
Type of Pattern : Wafer Type 215 65
Pressure/Class /Rating : PN 25 3 80
Body Material cum standard : SG Iron to 1S:1865 4 100
Product Description : Wafer Type 5 125
Type of Seat : Nitrile/EPDM Lining 6 150
Type of Disc : SS Seat CF8 8 200
Stem : SS AISI-410 10 250
12 300

CR 28D

*NOTE : BUTTERFLY VALVES FROM 40MMTO 150MM WILL BE LEVER OPERATED AND SIZE 200MM AND ABQVE WILL BE GEAR OPERATED

End Details : Suitable insertion between Flanges as per BS-10 Table D/E
or ASME B 16.1, Class-125

Body Test Pressure : 3.8 MPa Hyd.

Seat Test Pressure : 2.7 MPa Hyd.

(HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g
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CAST IRON VALVES ANl
SA N T (WITH OUR WORK'S CERTIFICATE) Q

Size/Inch mm
Product : Sant C.I. Butterfly Valve 1% 40
Product Standard : Face to face BS 5155 2 50
Type of Pattern : Short Pattern, Lever Operated 2% 65
W;‘i—' Pressure/Class /Rating : PN 1.6 3 30
T Body Material cum standard : 1S-210 Gr. FG-200 Cast Iron 4 100
Product Description : Wafer Type 5 125
Type of Seat : EPDM Rubber Lining 6 150
Type of Disc : CF-8M Stainless Steel 8 200
Stem : AISI-304 Stainless Steel 10 250
End Details : Suitable insertion between Flanges as per BS-10 Table D/E 12 300
Cl-125 14 350
Body Test Pressure : 2.4 MPa Hyd. (348 Psig.) 16 400
Seat Test Pressure : 1.6 MPa Hyd. (232 Psig.) 18 450
(HSN CODE : 84818030) 20 500
24 600
Product : Sant C.I. Butterfly Valve with Pneumatic Actuator 1 40
Type of Pattern : Water Type 5 50
Pressure/Class/Rating : PN 1.6 b 65
Body Material Cum Standard : Cl to 1S:210 Gr FG200
Product Description : Wafer Type 3 80
Type of Seat : Nitrile/EPDM Lining 4 100
Type of Disc : Stainless Steel CF8 (HSN CODE : 84818030) 5 125
Stem : AlSI-410 6 150
End Details : Suitable insertion between flanges as per BS 10 Table 8 200
F/D/E or ASME B 16.1 Class-125
PN1.6
CIBFP Body Test Pressure : 2.4 MPa (348 Ps.ig Hyd.)
(A) Seat Test Pressure : 1.8 MPa (200 Psig Hyd.)
Product : Sant C.I. Butterfly Valve with Limit Switch 1% 40
Type of Pattern : Water Type > 50
Pressure/Class/Rating : PN 1.6 A 65
Body Material Cum Standard : Cl to 1S:210 Gr FG200
Product Description : Wafer Type 3 80
Type of Seat : Nitrile/EPDM Lining 4 100
Type of Disc : SS Seat CF8 (HSN CODE : 84818030 5 125
Stem : AISI-410 6 150
End Details : Suitable insertion between flanges as per BS 10 Table 8 200
F/D/E or ASME B 16.1 Class-125
PN1.6
Body Test Pressure : 2.4 MPa (348 Psig Hyd.)
CIBFL Seat Test Pressure : 1.8 MPa (200 Psig Hyd.)
(A)
Product : Sant C.l. Butterfly Valve with Electric Actuator 11 40
Type of Pattern : Water Type P 50
Pressure/Class/Rating : PN 1.6 2 65
Body Material Cum Standard : CI to 1S:210 Gr FG200
Type of Lining : EPDM 3 80
Type of Disc : SS CF 8 4 100
Stem : AISI-410 5 125
End Details : Suitable insertion between flanges 6 150
as ASME B 16.1 or Class-125 8 200
PN1.6 10 250
Body Test Pressure : 2.4 MPa (348 Psig Hyd.) 12 300
CIBFE Seat Test Pressure : 1.8 MPa (200 Psig Hyd.)
(A) (HSN CODE : 84818030)

*NOTE : BUTTERFLY VALVES FROM 40MMTO 150MM WILL BE LEVER OPERATED AND SIZE 200MM AND ABOVE WILL BE GEAR OPERATED
10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g



CAST IRON VALVES ANl
SA N T (WITH OUR WORK'S CERTIFICATE) Q

Size/Inch mm
Product : Sant C.l. Butterfly Valve Wafer Type (Lever Operated) 2 50
Type of Pattern : Replaceable Seat & Disc o1 65
Pressure/Class /Rating : PN16 3 80
Body Material cum standard : Cast Iron to 1S:210 FG 200
Type of Seat : EPDM Lining 4 100
Type of Disc : SG Iron 5 125
Stem : AISI-410 6 150
End Details : Suitable between Flanges ASME B 16.1 CI-125 8 200
Body Test Pressure : 2.4MPa Hyd.
Seat Test Pressure : 1.8MPa Hyd.
B(E)X (HSN CODE : 84818030
Product : Sant C.I. Butterfly Valve Wafer Type (Lever Operated) 2 50
Type of Pattern : Replaceable Seat & Disc 215 65
Pressure/Class /Rating : PN16 3 80
Body Material cum standard : Cast Iron to 1S:210 FG 200
Type of Lining : EPDM Lining 4 100
Type of Disc : SS 304 5 125
Stem : AISI-410 6 150
End Details : Suitable between Flanges as ASME B 16.1 or Class-125 8 200
Body Test Pressure : 2.4MPa (Hyd.)
Seat Test Pressure : 1.8MPa (Hyd.)
B(I:)Y (HSN CODE : 84818030)
Product : Sant C.I. Reflux Valve (Non-Return Valve) 2 50
Product Standard : IS 5312 Part-I, ISI MARKED 2 65
Type of Pattern : Straight Type 3 80
Body Material cum standard :1S-210 Gr. FG-200 Cast Iron 2 100
Product Description : Bolted Cover
Type of Seat : Integral Seat / Renewable > 125
Type of Disc : Renewable 6 150
Trim : Body Seat Ring Gun Metal & Seat Ring Rubber 8 200
End Details : Flanges as per 1S:1538 10 250
Body Test Pressure : 1.5 MPa Hyd. 12 300
Seat Test Pressure : 1.0 MPa Hyd.
CR 31 (HSN CODE : 84813000
Product : Sant C.I. Reflux Valve (Non-Return Valve) 2 50
Product Standard : IS 5312 Part-I, ISI MARKED 215 65
Type of Pattern : Straight Type 3 80
Pressure/Class/Rating : PN-1.6
Body Material cum standard :1S-210 Gr. FG-200 Cast Iron 4 100
Product Description : Bolted Cover 5 125
Type of Seat : Integral Seat / Renewable 6 150
Type of Disc : Renewable 8 200
Trim : Body Seat Ring Gun Metal & Seat Ring Rubber 10 250
End Details : Flanges as per I1S-1538 12 300
Body Test Pressure : 2.4MPa (348Psig. Hyd.)
Seat Test Pressure : 1.6MPa (232Psig. Hyd.)
CR 31 A (HSN CODE : 84813000

*NOTE : BUTTERFLY VALVES FROM 40MMTO 150MM WILL BE LEVER OPERATED AND SIZE 200MM AND ABQVE WILL BE GEAR OPERATED
10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g *



CAST IRON VALVES el
SA N T (WITH OUR WORK'S CERTIFICATE) Q

Size/Inch mm
Product : Sant Dual Plate Wafer Check Valve 2 50
Pressure/Class /Rating : PN-16 21, 65
Body Material cum standard : CI IS 210 Gr. FG: 200 3 80
Product Description : Wafer type spring loaded
A Type of Seat : EPDM Rubber Lining 4 100
' Type of Disc : Ductile Iron Disc 5 125
Trim : Spring & Pins SS 304 6 150
. End Details : Wafer type suitable for clamping between flanges as per 8 200
e ASME B 16.5 Class-150 10 250
Body Test Pressure : 300Psig. Hyd. 2 300
Seat Test Pressure : 200Psig. Hyd.
14 350
16 400
DP (HSN CODE : 84813000
Product : Sant Dual Plate Wafer Check Valve 2 50
Pressure/Class /Rating : PN-25 21 65
Body Material cum standard : Ductile Iron 3 30
Product Description : Wafer type spring loaded
- Type of Seat : EPDM Rubber Lining 4 100
i Type of Disc : SS 304 (CF-8) 5 125
Trim : Spring & Pins SS 6 150
End Details : Wafer type suitable for clamping between flanges as per 8 200
e ASME B 16.5 Class-150 10 250
Body Test Pressure : 3.8 MPa Hyd.
Seat Test Pressure : 2.7 MPa Hyd.
(HSN CODE : 84813000 )
Product : Sant Single Plate Wafer Check Valve 2 50
Body Material cum standard : Ductile Iron 2, 65
Pressure/Class /Rating : PN-16 3 80
Product Description : Single Plate Wafer Check Valve
Type of Seat : EPDM 4 100
Type of Disc : Carbon Steel + Ni Plate 6 150
End Details : Wafer Type 8 200
Body Test Pressure : 24kg/cm2g (Hyd.)
Seat Test Pressure : 16kg/cm2g (Hyd.)
SP

(HSN CODE : 84813000

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g



CAST STEEL VALVES

SA N I IBR APPROVED
(WITH TEST CERTIFICATE IN FORM I1I-C)

CS1

SANT

VALVES

CS 3A

Size/Inch mm
Product : Sant Cast Steel Globe Valve 12 15
Product Standard : BS 5160/DIN 2401 3/4 20
Pressure/Class /Rating : PN-40 1 25
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 14 32
Product Description : Bolted Bonnet O/S & Yoke type Rising Stem 1% 40
Type of Seat : Renewable Seat 2 50
Type of Disc : Renewable Disc 2 65
Trim : Stainless Steel AISI-410 3 80
End Details : Flanges as per BS 4504 Part-1/DIN 2545 RF undrilled 4 100
Body Test Pressure : 76barg (1100 Psig.) Hyd. 5 125
Seat Test Pressure : 40barg (580 Psig.) Hyd. 6 150
8 200
10 250
(HSN CODE : 84818030 o 300
Product : Sant Cast Steel Horizontal Check Valve 1/2 15
Product Standard : BS 5160/DIN 2401 3/4 20
Pressure/Class /Rating : PN-40 1 25
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 1% 32
Product Description : Bolted Cover 1% 20
Type of Seat : Renewable Seat 2 50
Type of Disc : Renewable Disc 2% 65
Trim : Stainless Steel AISI-410 3 80
End Details : Flanges as per BS 4504 Part-1/DIN 2545 RF undrilled 4 100
Body Test Pressure : 76barg (1100 Psig.) Hyd. 5 125
Seat Test Pressure : 40barg (580 Psig.) Hyd. 6 150
8 200
10 250
(HSN CODE : 84813000 ) 12 300
Product : Sant Cast Steel Y-Type Strainer 1 25
Type of Pattern : Y-Type 1 40
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 2 50
Product Description : Y-Type Bolted Cover
Trim : SS (Type 304) Screen having 1.2mm dia perforation 2% 65
End Details : Flanges as per BS 10 Table J FF undrilled 3 80
Test Pressure : 700 Psig. Hyd. 49.23kg/cm2g 4 100
Working Pressure : Max. BOP 350 Psig. at 400°C [3 125
6 150
(HSN CODE : 84818030
Product : Sant Cast Steel Y Type Strainer 1% 40
Type of Pattern : Y Type > 50
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) oA 65
Product Description : Bolted Cover 'Y' Type
Trim : AISI 304, Screen 1.2mm dia perforation 3 80
End Details : Flanges as per BS10 Table F/Class-150 4 100
Body Test Pressure : 40kg/cm2 Hyd. 6 150
Maximum Working Pressure : 20kg/cm? 8 200

Maximum Working Temperature : 400°C

(HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g
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CAST STEEL VALVES 2l
A N T IBR APPROVED <D

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant C.S. Parallel Slide Blow Off Valve 1 25
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 1 32
Product Description : Rack and Pinion operated with key iy 20
Type of Seat : Renewable Seat 22 =

Type of Disc : Renewable Disc
Stem : SS AISI 410/Monel 2% 65
End Details : Flanges as per BS10 Table J F.F. Undrilled

Test Pressure : 700Psig. Hyd. 49.23kg/cm2g

Working Pressure : Max. BOP 350 Psig. 24.61kg/cm2g at 400°C

CS 4 (HSN CODE : 84818030
Product : Sant Cast Steel Accessible Feed Check Valve 1 25
Type of Pattern : Right Angle 1% 40
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 5 50
Product Description : Bolted Bonnet O/S & Yoke type Rising Stem 5 o5
2

Type of Seat : Renewable Seat
Type of Disc : Renewable Disc 3 80
Trim : SS AlISI-410/Monel

End Details : Flanges as per BS10 Table J F.F. Undrilled

Body Test Pressure : 700Psig. Hyd. 49.23kg/cm2g

Working Pressure : Max. BOP 350 Psig. 24.61kg/cm2g at 400°C

CS 5 (HSN CODE : 84813000
Product : Sant C.S. Sleeve packed water level gauge 3/4 20
Body Material cum standard : CCS (ASTM A-216 Gr. WCB)
E Product Description : With automatic shut off device in the water ARM
MEE Right Hand/Left Hand Type
i3 Trim : SS AISI-410 stem, SS 304 Ball

End Details : Flanges as per BS10 Table J F.F. Undrilled
E s Body Test Pressure : 700Psig. Hyd. 49.23kg/cm?2g
Working Pressure : Max. BOP 350 Psig. 24.61kg/cm2g at 400°C

CS 6 (HSN CODE : 84818030)
Product : Sant Cast Steel Gate Valve 1 25
Product Standard : Conforming to BS 1414/API-600 1% 40
* Type of Pattern : Straight 5 50
i Pressure/Class /Rating : Class-150
itk Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 2%2 65
L Product Description : Bolted Bonnet O/S Yoke type Rising Stem 3 80
# Type of Seat : Renewable Seat 4 100
b Type of Wedge : Solid / Flexible 5 125
Trim : SS AISI-410 with Aluminum Bronze Sleeve 6 150
End Details : Flanges as per ASME B 16.5 Class 150 R.F., undrilled 8 200
Body Test Pressure : 30barg Hyd. (435 Psig)
Seat Test Pressure : 22barg(320Psig.) Hyd. 6.9barg AIR (100Psig.) 10 250
12 300
CS 7 (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g *



SANT

CAST STEEL VALVES

IBR APPROVED
(WITH TEST CERTIFICATE IN FORM I1I-C)

SANT

VALVES

(HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g

Size/Inch mm
Product : Sant Cast Steel Gate Valve 1% 40
Product Standard : Conforming to BS 1414/API-600 P 50
# Type of Pattern : Straight 2 65
: Pressure/Class /Rating : Class-300
itk Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 3 80
i Product Description : Bolted Bonnet O/S Yoke type Rising Stem 4 100
3 Type of Seat : Renewable Seat 5 125
Type of Wedge : Solid / Flexible 6 150
Trim : SS AISI-410 with Aluminum Bronze Sleeve 8 200
End Details : Flanges as per ASME B 16.5 Class 300 R.F., undrilled 10 750
Body Test Pressure : 76barg Hyd. (1110 Psig)
Seat Test Pressure : 56barg(815Psig.) Hyd. 6.9barg AIR (100Psig.) 12 300
(HSN CODE : 84818030)
Product : Sant Cast Steel Gate Valve 1 40
Product Standard : Conforming to BS-1414/API 600 5 50
Type of Pattern : Straight Type b 65
Pressure / Class Rating : Class 600
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 3 80
Product Description : Bolted Bonnet O/S Yoke Type Rising Stem 4 100
Type of Seat : Renewable 6 150
Type of Wedge : Solid/Flexible Wedge 8 200
Trim : SS AISI-410 & Aluminium Bronze Sleeves
End Details : Flanges as per ASME B 16.5 Class 600 RF Undrilled
Body Test Pressure : 153 Barg (2220 Psig.) Hyd.
Seat Test Pressure : 112 Barg (1630 Psig.) Hyd. 6.9barg
100 Psig. (AIR)
(HSN CODE : 84818030
Product : Sant Cast Steel Swing Check Valve 1% 40
Product Standard : Conforming to BS 1868/ANSI B 16.34 5 50
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) b 65
Product Description : Bolted Cover
Type of Seat : Renewable Seat 3 80
Type of Disc : Renewable Disc 4 100
Hinge Pin : AISI 410 Stainless Steel 5 125
End Details : Flanges as per ASME B 16.5 Class-150 R.F. Undrilled 6 150
Body Test Pressure : 30barg Hyd. (435Psig.) 8 500
Seat Test Pressure : 22barg Hyd. (320Psig.)
CS 8 (HSN CODE : 84813000
Product : Sant Cast Steel Globe Valve 1 25
Product Standard : Conforming to BS 1873-1975 Class-150 ™ 32
Pressure/Class /Rating : Class-150 ™ 20
Body Material cum standard : CCS (ASTM A-216 Gr. WCB)
Product Description : Bolted Bonnet O/S Yoke Type Rising Stem 2 50
Type of Seat : Renewable Seat 2% 65
Type of Disc : Renewable Disc 3 80
Stem : SS AISI-410 component with Aluminum Bronze Yoke Bush 4 100
End Details : Flanges as per ASME B 16.5 Class-150 Undrilled 6 150
Body Test Pressure : 30barg Hyd. (435Psig.) 8 200
- Seat Test Pressure : 22barg Hyd. (320Psig.), 6.9 Barg Air (100 Psig.) 0 550
12 300

* [42]



CAST STEEL VALVES

SANT

e

cS 10

(WITH TEST CERTIFICATE IN FORM I1I-C)

SANT

VALVES

CS 8A

Size/Inch mm
Product : Sant Cast Steel Globe Valve 1 25
Product Standard : Conforming to BS 1873-1975 Class-300 1 32
Pressure/Class /Rating : Class-300 ™ 20
Body Material cum standard : CCS (ASTM A-216 Gr. WCB)
Product Description : Bolted Bonnet O/S Yoke type Rising Stem 2 50
Type of Seat : Renewable Seat 2% 65
Type of Disc : Renewable Disc 3 80
Trim : SS AISI-410 component with Aluminum Bronze Yoke Bush 4 100
End Details : Flanges as per ASME B 16.5 Class-300 Undrilled 6 150
Body Test Pressure : 76barg Hyd. (1102 Psig.) 8 200
Seat Test Pressure : 56barg Hyd. (815Psig.) 6.9barg (100Psig.) AIR 0 550
12 300
(HSN CODE : 84818030
Product : Sant Cast Steel Horizontal Check Valve 1 25
Product Standard : BS 1868 1 32
Pressure / Class Rating : Class 300 " 20
Body Material cum standard : CCS (ASTM A-216 Gr. WCB)
Product Description : Bolted Bonnet 2 50
Type of Seat : Renewable Seat 2% 65
Type of Disc : Renewable Disc 3 80
Trim : SS AISI-410 4 100
End Details : Flanges as per ASME B 16.5 Class 300 Undrilled 6 150
Body Test Pressure : 76 Barg (1102 Psig.) Hyd. 3 200
Seat Test Pressure : 56 Barg (815 Psig.) Hyd. 6.9 Barg (100 Psig.) AIR 0 50
12 300
(HSN CODE : 84813000)
Product : Sant Cast Steel Globe Valve 1% 40
Product Standard : BS 1873 5 50
Pressure / Class Rating : Class 600 b 65
Body Material cum standard : CCS (ASTM A-216 Gr. WCB)
Product Description : Bolted Bonnet O/S Yoke Type Rising Stem 3 80
Type of Seat : Renewable 4 100
Type of Disc : Renewable Disc 6 150
Trim : SS AISI-410 8 200
End Details : Flanges as per ASME B 16.5 Class 600 RF Undrilled
Body Test Pressure : 153 Barg (2220 Psig.) Hyd.
Seat Test Pressure : 112 Barg (1630 Psig.) Hyd. 6.9barg
100 Psig. (AIR)
(HSN CODE : 84818030)
Product : Sant Cast Steel Ball Valve 1 25
Product Standard : BS 5351/ APl 6D 1 40
Type of Pattern : Straight Type 5 50
Pressure/Class /Rating : Class-150
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 2%2 65
Product Description : Three Piece design Lever Operated 3 80
Type of Seat : Renewable Seat 4 100

Trim : Stem: 13% Cr. Steel ASTM A-276 Type-410

Ball : SS (ASTM A 351 Gr. CF 8/AISI-304)

Seat Ring & Gland Packing PTFE
End Details : Flanges as per ASME B 16.5 Class 150 R.F., undrilled
Body Test Pressure : 30barg Hyd. (435 Psig)
Seat Test Pressure : 22barg(320Psig.) Hyd. 6.9barg AIR (100 Psig.)
Maximum Working Temperature : 250°C (HSN CODE : 84818030)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g




CAST STEEL VALVES
s A N T IBR APPROVED

(WITH TEST CERTIFICATE IN FORM I1I-C)

SANT

VALVES

Size/Inch mm
Product : Sant Cast Steel Single Post Full Lift Safety Valve 1x2 25 x 50
Type of Pattern : Right Angle 1 x 2 40 x 50
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) Vax3 20 x 80
Product Description : Spring Loaded Full Lift
Type of Seat : Renewable Seat 2x3 50x 80
Type of Disc : Renewable Disc 3x4 80x 100
Trim : SS to AISI 304
End Details : Inlet Flanges to BS 10 Table-H
Outlet Flanges to BS 10 Table-E
Body Test Pressure : 53kg/cm2g Hyd.
Maximum Working Pressure : 26.5kg/cm2g
Maximum Working Temperature : 425°C
CS 12 (HSN CODE : 84814000 )
Product : Sant Cast Steel Moisture Seperator 1 25
Body Material cum standard : CCS (ASTM A-216 Gr. WCB) 1% 40
Product Description : > 50
End Details : Flanges as per BS10 Table F
Body Test Pressure : 40kg/cm? Hyd. 2%2 65
Maximum Working Temperature : 20kg/cm? 3 80
4 100
CS 1 3 (HSN CODE : 84818030
NON IBR 1 25
(WITH WORK TEST CERTIFICATE) 1% 40
Product : Sant Cast Steel Piston Valves 2 50
Pressure/Class /Rating : Class-150 2" 65
Body Material Cum Standard : C.C.S. (ASTM A-216 Gr. WCB) 3 80
Product Description : Bolted Bonnet O.S. Yoke Type Rising Stem 4 100
Type of Seat : Renewable 6 150
Type of Wedge : Piston Type
Trim : AISI 410
End Details : Flanges as per ASME B 16.5 Class-150
Body Test Pressure : 30 Barg (435Psig.) Hyd.
CS PVF Seat Test Pressure : 22 Barg (350Psig.) Hyd.
(A) (HSN CODE : 84818090 )
NON IBR 12 15
(WITH WORK TEST CERTIFICATE) 3/4 20
roduct : Sant Cast Steel Ball Valve (WCB) 1 25
Pressure Temperature Rating : 69 Barg at 30°C, 5 Bar at 225°C 1 32
Body Material cum standard : CCS (ASTM A 216 Gr. WCB) ™ 20
Product Description : Three PC design, Lever Operated 5 %0

Type of Seat : Renewable PTFE with Carbon Filled
Trim (STEM) : SS AISI 410

Ball : S.S. AIS1 304 / CF 8

Gland Packing : PTFE

End Details : Screwed End BSP Taper Threads
Body Test Pressure : 104 Barg Hyd.

WCB Seat Test Pressure : 76 Barg Hyd. (HSN CODE : 84818090)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g




FORGED STEEL VALVES

SANT

FSV 1A

(WITH TEST CERTIFICATE IN FORM I1I-C)

SANT

VALVES

FSV 2B

Size/Inch mm
Product : Sant Forged Steel Gate Valve 3/8 10
Product Standard : Conforming to BS5352/API 602 Class-800 12 15
Pressure/Class /Rating : Class-800 34 20
Body Material cum standard : FCS (A 105)
Product Description : Bolted Bonnet O/S & Yoke type Rising Stem 1 25
Type of Seat : Renewable Seat 1%a 32
Type of Disc : Renewable Disc 1% 40
Trim : SS Type 410 (HSN CODE : 84818030 5 0
End Details : Screwed female NPT threads
Fastner & Gasket : Alloy Steel (Gr. B7/2H)

Spiral Wound SS 304 (CAF/Graphite filled)
Body Test Pressure : 207 barg Hyd. (3000 Psig)
Seat Test Pressure : 152 barg (2200Psig) Hyd. (6.9barg(100Psig) AIR
Product : Sant Forged Steel Gate Valve 3/8 10
Product Standard : Conforming to BS5352/API 602 Class-800 12 15
Pressure/Class /Rating : Class-800 3/4 20
Body Material cum standard : FCS (A 105)
Product Description : Bolted Bonnet O/S & Yoke type Rising Stem 1 25
Type of Seat : Renewable Seat 1Va 32
Type of Disc : Renewable Disc (HSN CODE : 84818030) 1% 40
Trim : SS Type 410 2 50
End Details : Socket Welded Ends as per ASME B 16.11
Fastner & Gasket : Alloy Steel (Gr. B7/2H)
Spiral Wound SS 304 (CAF/Graphite filled)
Body Test Pressure : 207 barg Hyd. (3000 Psig)
Seat Test Pressure : 152 barg (2200Psig) Hyd. (6.9barg(100Psig) AIR
Product : Sant Forged Steel Globe Valve 3/8 10
Product Standard : BS5352/API 602 Class-800 12 15
Pressure/Class /Rating : Class-800 3/a 20
Body Material cum standard : FCS (A 105)
Product Description : Bolted Bonnet O/S Yoke type Rising Stem 1 25
Type of Seat : Renewable Seat 1Ya 32
Type of Disc : Renewable Disc 1% 40
Trim : SS AISI-410 (HSN CODE : 84818030 2 50
End Details : Screwed Female NPT Threads
Fasterns & Gaskets : Alloy Steel (Gr. B7/2H)/Sprial wound
SS304(CAF/Graphite filled)

Body Test Pressure : 207 barg (3000Psig.) Hyd.
Seat Test Pressure : 152 barg(2200Psig.) Hyd. 6.9barg 100Psig. AIR
Product : Sant Forged Steel Globe Valve 3/8 10
Product Standard : BS5352/API 602 Class-800 12 15
Pressure/Class /Rating : Class-800 3/4 20
Body Material cum standard : FCS (A 105)
Product Description : Bolted Bonnet O/S Yoke type Rising Stem 1 25
Type of Seat : Renewable Seat 1%a 32
Type of Disc : Renewable Disc 1% 40
e s AISLa10 (HSN CODE : 84818030) : %

End Details : Socket Welded Ends as per ASME B 16.11
Fasterns & Gaskets : Alloy Steel (Gr. B7/2H)
Sprial Wound SS304(CAF/Graphite filled)
Body Test Pressure : 207 barg (3000Psig.) Hyd.
Seat Test Pressure : 152 barg(2200Psig.) Hyd. 6.9barg 100Psig. AIR

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g




FORGED STEEL VALVES SLUY
A N T IBR APPROVED @

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm

Product : Sant Forged Steel Horizontal Lift Check Valve 3/8 10
Product Standard : BS5352/API 602 172 15
Pressure/Class /Rating : Class-800 34 20
Body Material cum standard : FCS (A 105)
Product Description : Bolted Cover 1 25
Type of Seat : Renewable Seat 1% 40
Type of Disc : Renewable Disc 2 50
Trim : SS AISI 410
Fastners : Alloy Steel (Gr. B7/2H)
End Details : Screwed female NPT threads
Gasket : Spiral Wound SS 304 (CAF / Graphite Filled)
Body Test Pressure : 207 (3000 Psig.) barg Hyd.
Seat Test Pressure : 152 barg (2200Psig.) Hyd. (6.9 (100 Psig.) barg AIR

FSV 3A (HSN CODE : 84813000
Product : Sant Forged Steel Horizontal Lift Check Valve 3/8 10
Product Standard : BS5352/API 602 12 15
Pressure/Class /Rating : Class-800 3/4 20
Body Material cum standard : FCS (A 105)
Product Description : Bolted Cover 1 25
Type of Seat : Renewable Seat 1% 40
Type of Disc : Renewable Disc 2 50
Trim : SS AISI 410
Fastners : Alloy Steel (Gr. B7/2H)
End Details : Socket Welded Ends as per ASME B 16.11
Gasket : Spiral Wound SS 304 (CAF / Graphite Filled)
Body Test Pressure : 207 (3000 Psig.) barg Hyd.
Seat Test Pressure : 152 barg (2200Psig.) Hyd. 6.9 (100 Psig.) barg AIR

FSV 3B (HSN CODE : 84813000 )
Product : Sant Forged Stainless Steel Thermodynamic Steam Trap 1/2 15
Body Material cum standard : FSS (AISI 410) 3/4 20
Product Description : Thermodynamic Type with inbuilt Strainer " 25
Trim : SS AISI-410
End Details : Screwed Female BSP Taper threads to BS-21
Body Test Pressure : 63.3 kg/cm2g 900Psig. Hyd.
Working Pressure : Suitable for max. BOP 450Psig.(31.65kg/cm2g)

at 750°F (400°C)

FSV 4A (HSN CODE : 84818030
Product : Sant Forged Stainless Steel Thermodynamic Steam Trap 1/2 15
Body Material cum standard : FSS (AISI 410) 3/4 20
Product Description : Thermodynamic Type with inbuilt Strainer ] 25
Trim : SS AISI-410
End Details : Socket Welded Ends as per ASME B 16.11
Body Test Pressure : 63.3 kg/cm2g 900Psig. Hyd.
Seat Test Pressure : Suitable for max. BOP 450Psig.(31.65kg/cm?2g)

at 750°F (400°C)
FSV 4B (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g



FORGED STEEL VALVES

SANT

FSV 5A

(WITH TEST CERTIFICATE IN FORM I1I-C)

Product : Sant Forged Steel Wedge Gate Valve

Product Standard : BS 5352/API 602

Type of Pattern : Standard Bore

Pressure/Class /Rating : Class-800

Body Material cum standard : FCS (A 105)

Product Description : Bolted Bonnet O/S & Yoke type Rising Stem
Type of Seat : Renewable Seat
Type of Disc : Solid Wedge
Trim : SS AISI 410 (HSN CODE : 84818030
Fastners : Alloy Steel (Gr. B7/2H)

End Details : Screwed female NPT threads

Gasket : Spiral wound SS 304/(CAF/Graphite Filled)

Body Test Pressure : 207 barg Hyd.(3000 Psig)

Seat Test Pressure : 152 barg (2200Psig.) Hyd. (6.9barg (100Psig.) AIR

Size/Inch

SANT

VALVES

mm

1/2

15

3/4

20

1

25

1Ya

32

12

40

Product : Sant Forged Steel Wedge Gate Valve

Product Standard : BS 5352/API 602

Type of Pattern : Standard Bore

Pressure/Class /Rating : Class-800

Body Material cum standard : FCS (A 105)

Product Description : Bolted Bonnet O/S & Yoke type Rising Stem
Type of Seat : Renewable Seat

Type of Disc : Solid Wedge

Trim : SS AISI 410 (HSN CODE : 84818030
Fastners : Alloy Steel (Gr. B7/2H)

End Details : Socket Welded Ends as per ASME B16.11

Gasket : Spiral wound SS 304/(CAF/Graphite Filled)

Body Test Pressure : 207 barg (3000Psig.) Hyd.

Seat Test Pressure : 152 barg (2200Psig.) Hyd. (6.9barg (100Psig.) AIR

1/2

15

3/4

20

25

1Va

32

1%

40

FSV 6A

Product : Sant Forged Steel Globe Valve

Product Standard : conforming to BS 5352/API 602

Type of Pattern : Stardard Bore

Pressure/Class /Rating : Class-800

Body Material cum standard : FCS (A 105)

Product Description : Bolted Bonnet O/S Yoke type Rising Stem
Type of Seat : Renewable Seat

Type of Disc : Renewable Disc

Trim : Type 410 (HSN CODE : 84818030
Fasterns : Alloy Steel (Gr. B7/2H)

End Details : Screwed Female NPT Threads

Gaskets : Spiral wound SS 304/(CAF/Graphite Filled)

Body Test Pressure : 207 barg (3000Psig.) Hyd.

Seat Test Pressure : 152 barg(2200Psig.) Hyd. 6.9barg (100Psig.) AIR

1/2

15

3/4

20

25

1Ya

32

1%

40

FSV 6B

Product : Sant Forged Steel Globe Valve

Product Standard : conforming to BS 5352/API 602

Type of Pattern : Stardard Bore

Pressure/Class /Rating : Class-800

Body Material cum standard : FCS (A 105)

Product Description : Bolted Bonnet O/S Yoke type Rising Stem
Type of Seat : Renewable Seat
Type of Disc : Renewable Disc
Trim : Type 410 (HSN CODE : 84818030 )
Fasterns : Alloy Steel (Gr. B7/2H)

End Details : Socket Welded Ends as per ASME B 16.11

Gaskets : Spiral wound SS 304/(CAF/Graphite Filled)

Body Test Pressure : 207 barg (3000Psig.) Hyd.

Seat Test Pressure : 152 barg(2200Psig.) Hyd. 6.9barg (100Psig.) AIR

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g

1/2

15

3/4

20

25

1Ya

32

1%

40




FORGED STEEL VALVES SL
A N I IBR APPROVED <D
(WITH TEST CERTIFICATE IN FORM I1I-C) VALVES

Size/Inch mm

Product : Sant Forged Steel Horizontal Lift Check Valve 1/2 15
Product Standard : BS 5352/API 602 3/4 20
Type of Pattern : Standard Bore m 32
Pressure/Class /Rating : Class-800

Body Material cum standard : FCS (A 105) 172 40
Product Description : Bolted Cover

Type of Seat : Renewable Seat

Type of Disc : Renewable Disc

Trim : SS AISI 410

Fastners : Alloy Steel (Gr. B7/2H)

End Details : Screwed Female NPT-Thread

Gasket : Spiral Wound SS 304 with CAF/Graphite Filled

Body Test Pressure : 207 barg Hyd. (3000 Psig) (HSN CODE : 84813000)

FSV 7A Seat Test Pressure : 152 barg (2200Psig.) Hyd.

Product : Sant Forged Steel Horizontal Lift Check Valve 1/2 15
Product Standard : BS 5352/API 602 3/4 20
Type of Pattern : Standard Bore % 3
Pressure/Class /Rating : Class-800

Body Material cum standard : FCS (A 105) 172 40
Product Description : Bolted Cover

Type of Seat : Renewable Seat

Type of Disc : Renewable Disc

Trim : SS AISI 410

Fastners : Alloy Steel (Gr. B7/2H)

End Details : Socket Welded Ends as per ASME B16.11
Gasket : Spiral wound SS 304/(CAF/Graphite Filled)
Body Test Pressure : 207 barg (3000Psig.) Hyd.
FSV 7 B Seat Test Pressure : 152 barg (2200Psig.) Hyd. (HSN CODE : 84813000 )

Product : Sant Forged Steel Gate Valve 1/2 15
Product Standard : Conforming to BS-5352/API 602 3/4 20
Pressure Class Rating : Class 1500

Body Material cum standard : FCS (A 105)

Product Description : Bolted Bonnet O/S Yoke Type Rising Stem
Type of Seat : Renewable

Type of Wedge : Solid Wedge

Trim : SS AISI-410

End Details : Socket Welded ends as per ASME B 16.11

Body Test Pressure : 384 barg Hyd.

Seat Test Pressure : 281 barg Hyd., 6.9 barg (100 Psig) AIR

1% 40

FSV 8A (HSN CODE : 84818030

Product : Sant Forged Steel Globe Valve 1/2 15
Product Standard : Conforming to BS-5352/API 602 3/4 20
Pressure Class Rating : Class 1500

Body Material cum standard : FCS (A 105)

Product Description : Bolted Bonnet O/S Yoke Type Rising Stem
Type of Seat : Renewable Seat

Type of Disc : Renewable Disc

Trim : SS AISI-410

End Details : Socket Welded ends as per ASME B 16.11

Body Test Pressure : 384 barg Hyd.

Seat Test Pressure : 281 barg Hyd., 6.9 barg (100 Psig) AIR

FSV 9A (HSN CODE : 84818030

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g

1% 40




FORGED STEEL VALVES SLUY
A N T IBR APPROVED @

(WITH TEST CERTIFICATE IN FORM I1I-C)

Size/Inch mm
Product : Sant Forged Steel Horizontal Check Valve 1/2 15
Product Standard : Conforming to BS-5352/API 602 3/4 20
Pressure Class Rating : Class 1500 ] 25
Body Material cum standard : FCS (A 105)
Product Description : Bolted Cover 172 40
Type of Seat : Renewable Seat
Type of Disc : Renewable Disc
Trim : SS AISI-410
End Details : Socket Welded ends as per ASME B 16.11
Body Test Pressure : 384 barg Hyd.
Seat Test Pressure : 281 barg Hyd., 6.9 barg (100 Psig) AIR

FSV 1 OA (HSN CODE : 84813000

Product : Sant Forged Steel Gate Valve 1/2 15
Product Standard : APl 602 3/4 20

Type of Pattern : Straight 1 25
Pressure/Class /Rating : Class-600
Body Material cum standard : FCS ASTM A 105 172 40
" Product Description : Bolted Bonnet O/S Yoke Type Rising Stem
| Type of Seat : Renewable Seat
Type of Wedge : Solid Wedge
Trim : AISI 410

End Details : Flanges as ASME B 16.5 Class 600 RF Undrilled
Body Test Pressure : 153 Barg (2220Psig.) Hyd.
Seat Test Pressure : 112 Barg (1630Psig.) Hyd. 6.9 Barg (100 Psig) AIR

FSV 1 1 (HSN CODE : 84818030

Product : Sant Forged Steel Globe Valve 1/2 15
Product Standard : API 602 3/4 20
= Pressure Class Rating : Class 600 1 25
Body Material cum standard : FCS ASTM A 105
Product Description : Bolted Bonnet O/S Yoke Type Rising Stem 172 40
Type of Seat : Renewable Seat
] Type of Disc : Renewable Disc
5 Trim : AISI-410
End Details : Flanges as ASME B 16.5 Class 600 RF Undrilled
Body Test Pressure : 153 Barg (2220Psig.) Hyd.
Seat Test Pressure : 112 Barg (1630Psig.) Hyd. 6.9 Barg (100 Psig) AIR
FSV 1 2 (HSN CODE : 84818030
NON IBR 172 15
(WITH WORK TEST CERTIFICATE) 3/4 20

Product : Sant Forged Steel Piston Valve Screwed End ! 25
Body Material : ASTM A 105

Pressure Rating : Class 800

Product Description : Bolted Bonnet O.S. Yoke Type Rising Stem

Type of Piston : AISI 420

End Details : Screwed End NPT Threads

Body Test Pressure : 207barg (Hyd.)

Seat Test Pressure : 152barg (Hyd.)

FS PVS (HSN CODE : 84818090 )

(A)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g



SA N T STAINLESS STEEL VALVES
(WITH OUR WORK'S CERTIFICATE)

IC-2

IC-3

SANT

VALVES

Size/Inch mm
Product : Sant Investment Casting Ball Valve (CF-8) 1/2 15
Pressure/Class /Rating : PN-40 3/4 20
Body Material cum standard : SS 304 (CF-8)
. . . 1 25
Product Description : Two Piece design ;
Type of Seat : Renewable Teflon 1% 32
Trim : Stem, Ball Stainless Steel AISI-304 1% 40
Gland Packing : Teflon 2 50
End Details : Screwed Female BSP Taper Threads to BS 21
Body Test Pressure : 60kg/cm2 Hyd.
Seat Test Pressure : 40kg/cm? Hyd.
(HSN CODE : 84818010
WITH IBR CERTIFICATE
Size/Inch mm
Product : Sant S.S. Wafer Disc Check Valve 1/2 15
Pressure/Class /Rating : PN-40 3/4 20
Body Material cum standard : CF-8 ] 25
Product Description : Wafer Type Spring Loaded .
Type of Disc : Stainless Steel CF-8 1% 32
End Details : Wafer Type Suitable for Clamping between Flanges as per 172 40
ASME B 16.5 Class-150, Class-300, PN-40 2 50
Body Test Pressure : 60 Barg Hyd.
Seat Test Pressure : 40 Barg Hyd.
(HSN CODE : 84813000 )
WITH IBR CERTIFICATE
Size/Inch mm
Product : Sant I.C. Stainless Steel Steam Trap 1/2 15
Body Material cum standard : Stainless Steel ASTM A 743 Gr. CA40 3/4 20
Product Description : Thermodynamic Type Steam Trap ] 25

with inbuilt strainer
Trim : AISI 420
End Details : Screwed Female BSP Taper Threads to BS 21
Body Test Pressure : 63.3 kg/cm? 900 Psig. (Hyd.)
Working Pressure : Suitable for 450 Psig. (31.65 kg/cm?)
Maximum Temperature : 400°C (750°F)

(HSN CODE : 84813000

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g




STAINLESS STEEL VALVES SNl
SA N T (WITH OUR WORK'S CERTIFICATE) @

VALVES

Size/Inch mm

Product : Sant Stainless Steel Ball Valve 12 15
Body Material Cum Standard : SS CF 8 M 3/4 20

ISR, Product Description : Two Piece Design Lever Operated ] 25
Type of Seat : Renewable PTFE Seat
Type of Ball : CF-8M/SS 316 1% 32
Stem : SS 316 1% 40
Packing : PTFE 2 50
End Details : Screwed Female BSP Taper Threads
Port Opening : Full Bore
Body & Seat Test Pressure : 100kg/cm2g Hyd.

SSBVS
(A) (HSN CODE : 84818090
Product : Sant Stainless Steel Ball Valve (F), SS (304) 1/2 15
Pressure/Class/Rated : Class-150 3/4 20
Body Material Cum Standard : S.S. AISI 304 (CF-8) 1 25
Product Description : 3 Pc Design Lever Operated
Type of Seat : Renewable 172 40
Stem : AISI 410 2 50
Ball : AISI 304 (CF-8) 25 65
Seat Ring & Gland Packing : PTFE 3 30
End Details : Flanges as per B 16.5 Class-150 (Drilled) 4 100
Body Test Pressure : 30 Barg (435psig. Hyd.)
Seat Test Pressure : 22 barg (320psig. Hyd.)
SSBVF Max. Working Temp. : 225°C
(A) (HSN CODE : 84818090

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



SANT

BRASS VALVES

(WITH OUR WORK'S CERTIFICATE)

SANT

y

VALVES
Size/Inch mm
Product : Sant Forged Brass Ball Valve 1/4 8
Pressure/Class /Rating : PN-25 3/8 10
Body Material cum standard : Forged Brass 1S:6912 GR FLB 12 15
Product Description : Two piece design lever operated
=5 Type of Seat : Renewable P.T.F.E. Seat 3/4 20
Type of Ball : Brass (Nickle Plated) 1 25
Stem : Machined Brass Nickle Plated 1 32
Packings : P.T.F.E. 1% 40
Port Opening : Full Bore > 50
End Details : Screwed female BSP Parallel Threads A 65
Body Test Pressure : 40kg/cm2g Hyd.
Working Pressure : 25kg/cm2g Hyd. 3 18000
4
FBV 2 (HSN CODE : 84818090 )
Product : Sant Forged Brass Ball Valve with ‘T’ Handle 1/2 15
Pressure/Class /Rating : PN-25 3/4 20
Body Material cum standard : Forged Brass 1S:6912 GR FLB 1 25
Product Description : Two piece design ‘T’ Handle Operated
Type of Seat : Renewable P.T.F.E. Seat
Type of Disc : Brass (Nickle Plated)
Stem : Machined Brass Nickle Plated
Packings : P.T.F.E.
End Details : Screwed female BSP Parallel Threads
Port Opening : Full Bore
Body Test Pressure : 40kg/cm2g Hyd.
Working Pressure : 25kg/cm2g Hyd.
FBV 3 (HSN CODE : 84818090
Product : Sant Forged Brass Ball Valve with ‘Y’ Strainer 1/2 15
Pressure/Class /Rating : PN-25 3/4 20
Body Material cum standard : Forged Brass 1S:6912 GR FLB " 25
Product Description : 2 piece design with Inbuilt Strainer
i End Details : Screwed female BSP Parallel Threads
Body Test Pressure : 40kg/cm2g Hyd.
Working Pressure : 25kg/cm2g Hyd.
FBV 4 (HSN CODE : 84818090 )
Product : Sant Forged Brass Float Valve 1/2 15
Body Material cum standard : Forged Brass 1S:6912 GR FLB 3/4 20
Product Description : Horizontal Plunger Type ] 25
End Details : Screwed End BSP (Parallel Threads)
Body Test Pressure : 1.05 MPa 1% 32
1% 40
S 2 50

FBV 5

(HSN CODE : 84818090

NOTE : 5% Extra rates will be charged for PVC Floats.

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g




BRASS VALVES ol
A N T (WITH OUR WORK'S CERTIFICATE) Q

Size/Inch mm
Product : Sant Brass Pressure Reducing Valve 1/2 15
Body Material cum standard : Forged Brass 1S:6912 Gr FLB 3/4 20
Product Description : Screwed in bonnet spring loaded
: . 1 25
Fluid : Water, compressed air
Max. Inlet Pressure P1(bar) : 16 barg 1% 32
Outlet Pressure : P2 Range (Bar) 1:6 1% 40
Body Test Pressure : 16barg Hyd. (232Psig. Hyd.) 2 50
2 65
3 80
4 100
(HSN CODE : 84811000 )
Product : Sant Brass Balancing Valve 3/4 20
Body Material cum standard : Brass 1 25
Product Description : Precise Balancing, Double Regulation Type v 32
Trim : Copper Alloy 1%
Stem : Brass 15:6912 Gr FLB 1% 40
End Details : Screwed female Threads to BSP Parallel 2 50
Maximum Working Pressure : 1.6 MPa Hyd. (232Psig)
Body Test Pressure : 2.4 MPa Hyd. (348Psig)
Maximum Operating Temp.: 150°C
(HSN CODE : 84818090)
Product : Sant Brass Ball Valve with Flare Nut 3/4 20
Type of Pattern : Two Pcs design with Lever Operated and Flare Nut 1 25
Body & Bonnet : Brass 1S:6912 Gr FLB
Type of Ball : Brass Chrome Plated
Type of Seats : PTFE Renewable Seats
Stem : Brass
Packing : PTFE
End Details : Screwed end BSP Female Threads and one end
with Swivel Nut (End connection 5/8")
Body Test Pressure : 20kg/cm2g (Hyd.)
Seat Test Pressure : 13.5kg/cm2g (Hyd.)
BBVF (HSN CODE : 90282000
Product : Sant Brass Ball Valve with Strainer and Flare Nut 3/4 20
Type of Pattern : Two Pcs design with Lever Operated and Flare Nut 1 25
Body & Bonnet : Brass 1S:6912 Gr FLB
Type of Ball : Brass Chrome Plated
Type of Seats : PTFE Renewable Seats
Stem : Brass
Packing : PTFE
End Details : Screwed end BSP Female Threads and one end
with Swivel Nut (End connection 5/8")
Body Test Pressure : 20kg/cm2g (Hyd.)
Seat Test Pressure : 13.5kg/cm2g (Hyd.)
BBVSF (HSN CODE : 90282000 ]

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?2g



BRASS VALVES ANl
SA N T (WITH OUR WORK'S CERTIFICATE) Q

Size/Inch mm
Product : Air Vent Valve 1/2 15
Body Materigl : Brass 3/4 20
Pressure Rating : PN 1.6 1 25
Working Temperature : 100°C Max.
AV (HSN CODE : 84818090)
(A)
Product : Brass Filter Valve (Y-Type Strainer) 1/2 15
Body Material : Forged Brass 1S:6912 Gr FLB 3/4 20
Body Test Pressure : 2.4 MPa (348Psig.) Hyd.
o . 1 25
Product Description : Screwed in cover .
Material of Filter : Stainless Steel AlSI-304 1% 32
Working Pressure : 1.6 MPa (232 Psig.) Max. 1% 40
2 50
BF (HSN CODE : 84818090
(A)
Product : Sant Brass Universal Check Valve 1/2 15
Body Material : Brass 1S:6912 Gr FLB 3/4 20
Type of Seat : Integral 1 >
Type of Disc : Brass with 'O’ Ring .
End Details : Screwed ends with BSP Parallel Threads 1% 32
Body Test Pressure : 20kg/cm2g (Hyd.) 1% 40
Working Pressure : 13.5kg/cm2g (Hyd.) 2 50
(HSN CODE : 84813000
Product : Sant Brass Swing Check Valve 1/2 15
Body Matgrial : Brass 1S:6912 Gr FLB 3/4 20
Type of Disc : Brass 1 25
End Details : Screwed ends with BSP Parallel Threads
Body Test Pressure : 20kg/cm2g (Hyd.)
Working Pressure : 13.5kg/cm2g (Hyd.)
BSCV (HSN CODE : 84818090

(A)
10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g



BRASS VALVES 2l
s A N T (WITH OUR WORK'S CERTIFICATE) @

VALVES

Size/Inch mm
B - Product : Sant Brass Water Level Gauge (Screwed) 1/2 15
Body Material : Brass 1S:6912 Gr FLB 3/4 20

Pressure Rating : PN 10

Product Description : Right Hand Type/Left Hand Type

F . End Details : Screwed ends with BSP Male Threads
w Body Test Pressure : 300 Psig(Hyd.)
Working Pressure : 150 Psig (Hyd.)

Sl

BW LG (HSN CODE : 90261020 )

(R)

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm?g



SANT

Water Meters
(WITH OUR WORK'S CERTIFICATE)

SANT

VALVES

WM 2

Size/Inch mm

Product : Sant Brass Water Meter 1/2 15
Product Standard : 1SO 4064 Class-B 3/4 20
Type of Pattern : Dry Dial, Fan Wheel, Multijet, Magnetic drive type ] 25
Product Description : Screwed in cover .
Temperature : Temperature of Water 45°C Max. 172 40
End Details : Screwed female BSP Parallel Hose Union ends 2 50
Maximum Working Pressure : 1.0 MPa
Body Test Pressure : 1.5MPa Hyd.

(HSN CODE : 90282000 )
Flow Rate : 1m3/h=220 U.K. Gallon=1000 litre per hour
Product : Sant C.l. Woltman Water Meter (Cold Water) 2 50
Product Standard : Conforming to ISO 4064 Class-B 2, 65
Type of Pattern : Dry Dial, Removable Machanism

. . . 3 80

Pressure/Class /Rating : Magnetic drive type
Product Description : Bolted Cover 4 100
Temperature : Temperature of water is not above 45°C 6 150
End Details : Flanges as per DIN 2533 RF(PN-16) Drilled 8 200
Maximum Working Pressure : 1.0 MPa 10 250
Body Test Pressure : 1.5 MPa Hyd. 12 300

(HSN CODE : 90282000
Flow Rate : 1m3/h=220 U.K. Gallon=1000 litre per hour
Product : Sant C.I. Woltman Water Meter (Hot Water) 2 50
Product Standard : Conforming to ISO 4064 Class-B 3 80
Product Description : Bolted Cover 4 100
Temperature : Temperature of water is not above 90°C
End Details : Flanges as per DIN 2533 RF(PN-16) Drilled 6 150
Body Testing Pressure : 1.5 MPa Hyd.
Maximum Working Pressure : 1.0 MPa

(HSN CODE : 90282000
Flow Rate : 1m3/h=220 U.K. Gallon=1000 litre per hour
Product : Sant Brass Water Meter (Hot Water) 12 15
Product Standard : Conforming to ISO 4064 Class-B 3/4 20
Type of Pattern : Dry Dial, Fan Wheel, Multijet, Magnetic Drive Type ] 25
Product Description : Screwed in Cover .
Temperature : Temperature of water 90°C Max. 1% 32
End Details : Screwed Female BSP Parallel Hose Union Ends 172 40
Maximum Working Pressure : 1.0 MPa 2 50

Body Test Pressure : 1.5 MPa Hyd.

(HSN CODE : 90282000 ]

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g




SANT

Water Meters
(WITH OUR WORK'S CERTIFICATE)

SANT

VALVES

WM 7

Size/Inch mm
Product : Sant C.I. Sewage Water Meter 2 50
Product Standard : Conforming to ISO 4064 Class-B 21 65
Type of Pattern : Dry Dial, Vaccum Sealed Register Frost Resistance 3 30
Magnetic Drive Type
Product Description : Bolted Cover 4 100
Temperature : Temperature of 45°C Max. 5 125
End Details : Flanges as per DIN 2533 RF (PN 16) Drilled 6 150
Maximum Working Pressure : 1.0 MPa Hyd. 8 200
Body Test Pressure : 1.5 MPa Hyd. 10 250
12 300
(HSN CODE : 90282000 ]
Flow Rate : 1m3/h=220 U.K. Gallon=1000 litre per hour
Product : Sant Brass Single Jet Water Meter 12 15
Pattern Standard : 1SO 4064 Class-B
Type of Pattern : Dry Dial, Fan Wheel, Multijet Magnetic Drive Type
Product Description : Secrewed in cover
Temperature : Temperature of 45°C
End Details : Screwed female BSP Parallel Hose Union Ends
Pressure Rating : PN 1.6
(HSN CODE : 90282000
Flow Rate : 1m3/h=220 U.K. Gallon=1000 litre per hour
Product : Sant Electromagnetic Flow Meter 1 25
Type of Pattern : Electro Magnetic Type IP 65, Voltage 85 to 240v(AC) 1 40
Pressure/Class /Rating : PN 1.6 > 50
Maximum Working Temperature : <80°C
End Details : Flanges as per DIN PN 1.6 3 80
Maximum Working Pressure : 1.6 MPa 4 100
6 150
8 200

(HSN CODE : 90261010

Flow Rate : Tm3/h=220 U.K. Gallon=1000 litre per hour

10 bar = 1MPa = 145 Psig. = 10.1972 Kg/cm2g



(/ TERMS & CONDITIONS \\

Your Orders/Indents will be supplied on rates prevailing at the time of dispatch.

All orders placed direct or through Agent are valid only after confirmation from Head Office.

Rates are Ex-works, Jalandhar and inclusive of packing charges.

Every precaution is being taken while packing the goods which are generally booked at Railway/

Transport Risk but in case of any damage, loss or pilferage in transit we are not liable to accept

any responsibility. Carriers would be considered as Indentor's Agent after a consignment is

handed over by us to the former. Any Claim due to losses in transit or wrong delivery shall be
concern between indentor and his carriers.

6. Order once placed and confirmed by us cannot be cancelled without our consent. We reserve
the right to execute any order in full or in parts according to our supply position or manufacturing
capacity. We accept no liabilities for delayed supplies for reasons beyond our control such as
war, lockout breakdown or riots, etc. All commitments entered into by us are subject to above
contingencies beyond our control.

7. Each consignment despatched contains Packing Slip. Any Shortage found in package received
intact, should be reported to us for verification with in 7 DAYS from the date of taking delivery.
Unless otherwise agreed upon all Way Bills or Railway Receipts for goods supplied shall be
negotiated through scheduled Bank against payment only or per V.P.P.

New customers are requested to remit 25% of the value of the order as advance.

8. All disputes arising out of an order placed direct or through an Agent will be Subject to

9. Jurisdiction of Law Courts at Jalandhar.

Rates & Terms are subject to alteration without notice.

ISGEE A

-: NOTE :-
ALL FLANGED VALVES ARE SUPPLIED UNDRILLED
K\ UNLESS SPECIFIED BY THE INDENTOR /J
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‘SANT Group Products
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MS FORGED PIPE FITTINGS DI GROOVED FITTINGS (UL/FM) WATER METERS
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UL/FM VALVES DI SCREWED FITTINGS (UL/FM) COMPOSITE PIPES
& FITTINGS
info@santvalves.com
www.santvalves.com

Free replacement of our ‘'SANT' & ‘'SBM' products are guaranteed for any
manufacturing defect within 18 months from the date of supply
or 12 months from the date of installation, which ever is earlier.

Sant Valves Pvt. Ltd.
Jalandhar -144012, Punjab. India



